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STRICKLAND LANE

1312 PORTLAND ROAD

ARUNDEL, MAINE

THOMAS AND LORD, LLC

P.O. BOX 1730

KENNEBUNKPORT, ME 04046

SCALE: 1"=80'

75 John Roberts Rd.

Suite 4A

South Portland, ME 04106

Tel. 207-200-2100
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GENERAL NOTES                                                        

1. THE RECORD OWNER OF THE PARCEL IS SIGNATURE HOLDINGS LLC BY DEED DATED OCTOBER 30, 2019

AND RECORDED AT THE YORK COUNTY REGISTRY OF DEEDS (YCRD) IN BOOK 18087, PAGE 832.

2. THE PROPERTY IS SHOWN AS LOT 3A ON THE TOWN OF ARUNDEL TAX MAP 34 AND IS LOCATED IN THE

DOWNTOWN BUSINESS DISTRICT II (DB2).

3. TOTAL AREA OF PARCEL IS APPROXIMATELY 6.40 ACRES.

4. SPACE AND BULK CRITERIA FOR THE DOWNTOWN BUSINESS DISTRICT II (DB2):

NON-RESIDENTIAL

MAXIMUM LOT SIZE: 1 ACRE

MAXIMUM BUILDING FOOTPRINT: 100,000 SF

MAXIMUM LOT COVERAGE: 70%

MAXIMUM BUILDING HEIGHT: 50 FT

FRONT YARD SETBACK: 40 FT

SIDE YARD SETBACK: 15 FT

REAR YARD SETBACK: 25 FT AND 5 FT FOR EVERY STORY ABOVE 2 STORIES

SETBACK FROM ADJACENT R1, R2 R4: 75 FT PLANNING BOARD MAY REDUCE TO 40 FT

MAXIMUM LOT COVERAGE: 100 FT

(ARTERIAL COLLECTOR)

MINIMUM LOT FRONTAGE: 100 FT

(LOCAL ROAD)

*SEE ORDINANCE FOR MORE SPECIFIC INFORMATION AND CONFIRM WITH A TOWN OFFICIAL.

5. BOUNDARY INFORMATION SHOWN HEREON IS BASED UPON PLAN REFERENCE 6A.  TOPOGRAPHIC INFORMATION
SHOWN HEREON IS BASED UPON FIELD WORK PERFORMED BY SEBAGO TECHNICS, INC. IN SEPTEMBER OF 2020 AND
APRIL OF 2021.

6. PLAN REFERENCES:
A."BOUNDARY RETRACEMENT SURVEY, STRICKLAND LANE, ARUNDEL, MAINE OWNED BY SIGNATURE 

HOLDINGS, LLC." DATED AUGUST 16, 2021 BY LOWER VILLAGE SURVEY CO.

7. PLAN ORIENTATION IS GRID NORTH, MAINE STATE PLANE COORDINATE SYSTEM, WEST ZONE 1802-NAD83,
ELEVATIONS DEPICTED HEREON ARE NAVD88, BASED ON DUAL FREQUENCY GPS OBSERVATIONS.

8. BENCHMARK:
BM-1VERTICAL SPIKE IN 12" OAK ROOTELEVATION: 116.36 (NAVD88)

9. UTILITY INFORMATION DEPICTED HEREON, UNLESS OTHERWISE NOTED,  IS OF QUALITY LEVEL D PER AMERICAN
SOCIETY OF CIVIL ENGINEERS (ASCE) STANDARD CI/ASCE 38-02.  UTILITIES DEPICTED HEREON MAY NOT
NECESSARILY REPRESENT ALL EXISTING UTILITIES.  CONTRACTORS AND/OR DESIGNERS NEED TO CONTACT DIG-SAFE
SYSTEMS, INC. (1-888-DIG-SAFE) AND FIELD VERIFY EXISTING UTILITIES WITHIN THE PROJECT AREA PRIOR TO
CONSTRUCTION AND/OR EXCAVATION.

10. A WETLAND DELINEATION WAS PERFORMED ON THIS PROJECT SITE IN APRIL OF 2020 BY GARY M. FULLERTON, LICENSED
SOIL SCIENTIST OF SEBAGO TECHNICS, INC.  THIS DELINEATION CONFORMS TO THE STANDARDS AND METHODS OUTLINED IN
THE 1987 WETLANDS DELINEATION MANUAL AND NORTHEAST REGIONAL SUPPLEMENT AUTHORED AND PUBLISHED BY THE
U.S. ARMY CORPS OF ENGINEERS.  ALL WETLAND FLAGS WERE LOCATED USING GLOBAL POSITIONING SYSTEMS (GPS)
TECHNOLOGY CAPABLE OF SUBMETER ACCURACY.

               A VERNAL POOL SURVEY WAS PERFORMED DURING APRIL OF 2020 BY GARY M. FULLERTON OF SEBAGO 
TECHNICS, INC.  THIS SURVEY CONFORMS TO THE STANDARDS AND METHODS OUTLINED IN CHAPTER 335, SECTION 9, OF
THE NATURAL RESOURCE PROTECTION ACT, MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION.

11. THE LOCUS PROPERTY AS DEPICTED HEREON DOES NOT FALL WITHIN A SPECIAL FLOOD HAZARD AREA AS

DELINEATED ON THE FLOOD INSURANCE RATE MAP FOR TOWN OF ARUNDEL, MAINE, YORK COUNTY,

COMMUNITY-PANEL NUMBER 230192-0010-C HAVING AN EFFECTIVE DATE OF JUNE 4, 1996.  THE LOCUS

FALLS WITHIN AN AREA IDENTIFIED AS ZONE X, AREAS OF MINIMAL FLOOD HAZARD.

12. ALL WORK SHALL CONFORM TO THE APPLICABLE CODES AND ORDINANCES.

13. CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIM OR HERSELF WITH ALL CONDITIONS AFFECTING

THE PROPOSED WORK AND SHALL MAKE PROVISIONS AS TO THE COST THEREOF. CONTRACTOR SHALL BE

RESPONSIBLE FOR FAMILIARIZING HIM OR HERSELF WITH ALL CONTRACT DOCUMENTS, FIELD CONDITIONS

AND DIMENSIONS AND CONFIRMING THAT THE WORK MAY BE ACCOMPLISHED AS SHOWN PRIOR TO

PROCEEDING WITH CONSTRUCTION. ANY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE

ENGINEER PRIOR TO THE COMMENCEMENT OF WORK.

14. CONTRACTOR SHALL NOTIFY ENGINEER OF ALL PRODUCTS OR ITEMS NOTED AS "EXISTING" WHICH ARE

NOT FOUND IN THE FIELD.

15. PROVIDE ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS

AND OWNER'S REQUIREMENTS UNLESS SPECIFICALLY OTHERWISE INDICATED OR WHERE LOCAL CODES

OR REGULATIONS TAKE PRECEDENCE.

16. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO FABRICATION AND

ERECTION OF ANY MATERIAL. ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO THE ATTENTION OF THE

ENGINEER.

13. CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED ON PUBLIC. STREETS,

SIDEWALKS, ADJACENT AREAS, OR OTHER PUBLIC WAYS DUE TO CONSTRUCTION.

14. CONTRACTOR SHALL INCORPORATE PROVISIONS AS NECESSARY IN CONSTRUCTION TO PROTECT

EXISTING STRUCTURES, PHYSICAL FEATURES, AND MAINTAIN SITE STABILITY DURING CONSTRUCTION.

CONTRACTOR SHALL RESTORE ALL AREAS TO ORIGINAL CONDITION AND AS DIRECTED BY DESIGN

DRAWINGS.

15. CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS PRIOR TO CONSTRUCTION.

16. THE CONTRACTOR IS HEREBY CAUTIONED THAT ALL SITE FEATURES SHOWN HEREON ARE BASED ON

FIELD OBSERVATIONS BY THE SURVEYOR AND BY INFORMATION PROVIDED BY UTILITY COMPANIES. THE

INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR SHALL

CONTACT DIG SAFE (811) AT LEAST THREE (3) BUT NOT MORE THAN THIRTY (30) DAYS PRIOR TO

COMMENCEMENT OF EXCAVATION OR DEMOLITION TO VERIFY HORIZONTAL AND VERTICAL LOCATION OF

ALL UTILITIES.

17. CONTRACTOR SHALL BE AWARE THAT DIG SAFE ONLY NOTIFIES ITS "MEMBER" UTILITIES ABOUT THE DIG.

WHEN NOTIFIED, DIG SAFE WILL ADVISE CONTRACTOR OF MEMBER UTILITIES IN THE AREA. CONTRACTOR

IS RESPONSIBLE FOR IDENTIFYING AND CONTACTING NON-MEMBER UTILITIES DIRECTLY. NON-MEMBER

UTILITIES MAY INCLUDE TOWN OR CITY WATER AND SEWER DISTRICTS AND SMALL LOCAL UTILITIES, AS

WELL AS USG PUBLIC WORKS SYSTEMS.

18. CONTRACTORS SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THE REQUIREMENTS OF 23 MRSA 3360-A.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE WITH THE APPROPRIATE

UTILITIES TO OBTAIN AUTHORIZATION PRIOR TO RELOCATION OF ANY EXISTING UTILITIES WHICH

CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS. IF A UTILITY CONFLICT ARISES,

THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER, THE MUNICIPALITY AND APPROPRIATE

UTILITY COMPANY PRIOR TO PROCEEDING WITH ANY RELOCATION.

19. ALL PAVEMENT MARKINGS AND DIRECTIONAL SIGNAGE SHOWN ON THE PLAN SHALL CONFORM TO THE

MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) STANDARDS.

20. ALL PAVEMENT JOINTS SHALL BE SAWCUT PRIOR TO PAVING TO PROVIDE A DURABLE AND UNIFORM JOINT.

21. NO HOLES, TRENCHES OR STRUCTURES SHALL BE LEFT OPEN OVERNIGHT IN ANY EXCAVATION

ACCESSIBLE TO THE PUBLIC OR IN PUBLIC RIGHTS-OF-WAY.

22. IMMEDIATELY UPON COMPLETION OF CUTS/FILLS, THE CONTRACTOR SHALL STABILIZE DISTURBED AREAS

IN ACCORDANCE WITH EROSION CONTROL NOTES AND AS SPECIFIED ON PLANS.

23. THE CONTRACTOR SHALL BE FULLY AND SOLELY RESPONSIBLE FOR THE REMOVAL, REPLACEMENT AND

RECTIFICATION OF ALL DAMAGED AND DEFECTIVE MATERIAL AND WORKMANSHIP IN CONNECTION WITH

THE CONTRACT WORK. THE CONTRACTOR SHALL  REPLACE OR REPAIR AS DIRECTED BY THE OWNER ALL

SUCH DAMAGED OR DEFECTIVE MATERIALS WHICH APPEAR WITHIN A PERIOD OF ONE YEAR FROM THE

DATE OF SUBSTANTIAL COMPLETION.

24. WHERE THE TERMS "APPROVED EQUAL", "OTHER APPROVED", "EQUAL TO", "ACCEPTABLE" OR OTHER

GENERAL QUALIFYING TERMS ARE USED IN THESE NOTES, IT SHALL BE UNDERSTOOD THAT REFERENCE IS

MADE TO THE RULING AND JUDGEMENT OF SEBAGO TECHNICS, INC.

25. THE GENERAL CONTRACTOR SHALL PROVIDE ALL NECESSARY PROTECTION FOR THE WORK UNTIL

TURNED OVER TO THE OWNER.

26. THE CONTRACTOR SHALL MAINTAIN A CURRENT AND COMPLETE SET OF CONSTRUCTION DRAWINGS ON

SITE DURING ALL PHASES OF CONSTRUCTION FOR USE OF ALL TRADES.

27. THE CONTRACTOR SHALL TAKE FULL RESPONSIBILITY FOR ANY CHANGES AND DEVIATION OF APPROVED

PLANS NOT AUTHORIZED BY THE ARCHITECT/ENGINEER AND/OR CLIENT/OWNER.

28. DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. ANY MODIFICATION TO SUIT FIELD DIMENSION

AND CONDITION SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO ANY

WORK.

29. BEFORE THE FINAL ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL REMOVE ALL

EQUIPMENT AND MATERIALS, REPAIR OR REPLACE PRIVATE OR PUBLIC PROPERTY WHICH MAY HAVE BEEN

DAMAGED OR DESTROYED DURING CONSTRUCTION, CLEAN THE AREAS WITHIN AND ADJACENT TO THE

PROJECT WHICH HAVE BEEN OBSTRUCTED BY HIS/HER OPERATIONS, AND LEAVE THE PROJECT AREA

NEAT AND PRESENTABLE.

BOULDER

E

1. ALL GRAVITY CONDUIT PIPES SHALL BE INSTALLED USING A PIPE LASER AND TARGET SYSTEM

THROUGH THE PIPE.  ON PIPE RUNS 50 FEET OR LESS, THE CONTRACTOR SHALL REQUEST

ENGINEER'S APPROVAL TO USE OR NOT USE A GROUND LASER.

2. MAINTAIN MINIMUM 5'-6" OF COVER ABOVE TOP OF WATER SERVICE PIPE.

3. MAINTAIN MINIMUM 10 FEET HORIZONTAL SEPARATION BETWEEN WATER SERVICES AND OTHER

UTILITIES.  MAINTAIN MINIMUM 18 INCHES VERTICAL SEPARATION BETWEEN WATER SERVICES AND

OTHER UTILITIES.

4. LOWER OR RAISE WATER SERVICES AS REQUIRED TO MAINTAIN MINIMUM 12 INCH VERTICAL

SEPARATION FROM OTHER UTILITIES.  WATER SERVICES CROSSING SEWERS SHALL BE PROVIDE 12

INCH MINIMUM SEPARATION BETWEEN THE BOTTOM OF WATER LINE AND TOP OF SEWER UNLESS

NOTED OTHERWISE ON THE PLANS.

5. PIPE:

· SEWER PIPE SHALL BE SDR 35 PVC OR APPROVED EQUAL.

· STORMDRAIN SHALL BE ADS N-12 DUAL WALL HDPE PIPE WITH SMOOTH-WALLED INTERIOR

OR APPROVED EQUAL UNLESS NOTED OTHERWISE ON THE UTILITY PLANS.

· WATER PIPE AND FITTINGS SHALL CONFORM TO KENNEBEC WATER DISTRICT WATER PIPING

SPECIFICATIONS.  MAIN WATER SERVICE PIPE SHALL BE DUCTILE IRON, CLASS 52 PUSH-ON

PIPE MEETING THE REQUIREMENTS OF AWWA/ANSI C-111/A21.11 (LATEST REVISION).  PIPE

SHALL BE CEMENT-LINED AWWA/ANSI C104/A21.4 WITH LINING TWICE THE THICKNESS

SPECIFIED, AND COATED TWICE WITH A BITUMINOUS SEAL COATING.  PROVIDE THRUST

BLOCKS AT ALL WATER SERVICE BENDS.

7. COORDINATE FOUNDATION UNDERDRAIN LOCATIONS WITH ARCHITECTURAL AND STRUCTURAL 

DRAWINGS.

8. WATER SERVICE ENTRANCE DESIGNS TO INCLUDE METERS AND BACKFLOW PREVENTERS TO MEET

ALL STANDARDS AND REQUIREMENTS OF THE KENNEBEC WATER DISTRICT.

9. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY GRADE CHANGES THAT WILL IMPACT

STORM DRAINAGE INFRASTRUCTURE OR OTHER UTILITIES.

10. UTILITIES WITHIN 5 FEET FROM FACE OF BUILDING ARE COORDINATED ON RELEVANT M.E.P. 

DRAWINGS.  CONTRACTOR SHALL COORDINATE INVERTS, CONNECTIONS AND MATERIALS WITH ALL

DRAWINGS.

11. CONTRACTOR SHALL FURNISH AND INSTALL TRENCHING, MATERIALS AND BACKFILL FOR ALL

UTILITIES.  ELECTRICAL AND TELECOM/DATA PROVIDERS WILL PULL PRIMARY SERVICE TO

TRANSFORMER AND PANEL.  CONTRACTOR RESPONSIBLE FOR TIMING AND COORDINATION WITH

UTILITIES AND DRAWINGS.  COORDINATE WITH ELECTRICAL DRAWINGS FOR CONDUIT SCHEDULE,

TYPE AND SIZES.

12. COORDINATE ALL WATER RELATED WORK WITH KENNEBUNK, KENNEBUNKPORT, AND WELLS

WATER DISTRICT.

13. UTILITY CONTACTS:

ELECTRIC:

CENTRAL MAINE POWER (CMP)

DAN BEGIN, ENERGY SERVICES SPECIALIST

                     (207) 629-4517

WATER:

KK&W WATER DISTRICT

JEFFERSON LONGFELLOW, DISTRICT ENGINEER

(207) 985-8524 EXT: 10210

SEWER:

KENNEBEC SEWER DISTRICT

MICHAEL D. BOLDUC : MBOLDUC@KSDISTRICT.ORG

UTILITY NOTES                         

1. PROVIDE EROSION CONTROL MEASURES PRIOR TO SITE DISTURBANCE.

2. GRADING AND CLEARING LIMITS SHALL NOT ENCROACH ON ADJACENT PROPERTIES UNLESS NOTED

OTHERWISE ON THE PLANS.

3. OPEN AREAS SHALL BE LIMITED TO AREAS BEING WORKED IN.  THE AREA STRIPPED OF EXISTING

VEGETATION AT ANY GIVEN TIME SHALL BE MINIMIZED AND BE PHASED WHERE PRACTICAL SO THAT

AREAS ARE REVEGETATED AND PERMANENTLY STABILIZED BEFORE ADDITIONAL AREAS ARE

STRIPPED OF EXISTING VEGETATION.  CONSTRUCTION BY USE OF RIPRAP, SEED, MULCH, OR

OTHER GROUND COVER WITHIN ONE WEEK FROM THE TIME IT WAS ACTIVELY WORKED.

CONSTRUCTION PLAN                   

1. SIDESLOPES SHALL NOT BE STEEPER THAN 3:1 (H:V) EXCEPT AS OTHERWISE IDENTIFIED ON THIS

PLAN.  ALL SIDESLOPES STEEPER THAN 3:1 (H: V) SHALL BE LINED WITH EROSION CONTROL

BLANKET, OR ADDITIONAL MEASURES AS INDICATED.

2. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH

"MAINE EROSION AND SEDIMENT CONTROL BMPS" MANUAL PUBLISHED BY BUREAU OF LAND AND

WATER QUALITY MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, OR LATEST EDITION.  IT

SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO POSSESS A COPY OF THE EROSION

CONTROL PLAN AT ALL TIMES.

3. ALL AREAS DISTURBED DURING CONSTRUCTION AND NOT RESTORED WITH IMPERVIOUS

SURFACES (BUILDINGS, PAVEMENTS, WALKS, ETC.) SHALL RECEIVE LOAM AND SEED PER DETAIL.

4. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY GRADE CHANGES THAT WILL IMPACT

STORM DRAINAGE INFRASTRUCTURE OR OTHER UTILITIES.

5. WALKING SURFACE LONGITUDINAL SLOPES SHALL NOT EXCEED 5.0% AND THE CROSS SLOPES

SHALL NOT EXCEED 2.0%, PER ACCESSIBILITY REQUIREMENTS (ADA STANDARDS FOR ACCESSIBLE

DESIGN). NO TOLERANCE FOR SLOPE REQUIREMENTS.

GRADING & EROSION NOTES             

1. PROTECT EXISTING BOUNDARY LINE MONUMENTATION. IF DISTURBED, EXISTING

MONUMENTATION TO BE RESET BY A PROFESSIONAL LAND SURVEYOR.

2. DEMOLITION OF UTILITIES REQUIRING TREE REMOVAL SHALL BE COORDINATED WITH THE OWNER

AND IN ACCORDANCE WITH PROJECT PLANS.

3. UTILITY DEMOLITION SHALL BE COMPLETED IN COORDINATION WITH NEW INFRASTRUCTURE.

CONTRACTOR SHALL ENSURE EXISTING SURFACE DRAINAGE IS MAINTAINED DURING

CONSTRUCTION.

4. EXISTING SEWER AND STORM DRAINAGE INFRASTRUCTURE TO REMAIN ACTIVE DURING

CONSTRUCTION AND UPON COMPLETION OF PROJECT. DEMOLITION/CONSTRUCTION ACTIVITIES

SHALL NOT INTERFERE OR IMPEDE EXISTING FLOWS. CONTRACTOR SHALL PROVIDE BYPASS

PUMPING AS REQUIRED DURING SEWER AND STORM DEMOLITION AND NEW CONSTRUCTION.

DAMAGE TO EXISTING SEWER INFRASTRUCTURE SHALL BE REPAIRED BY CONTRACTOR AT THEIR

EXPENSE.

5. PROTECT EXISTING UTILITIES NOT CALLED OUT TO BE REMOVED DURING CONSTRUCTION.

6. PRIOR TO ANY DEMOLITION, THE CONTRACTOR SHALL SUBMIT A SEQUENCE OF DEMOLITION

PLANS TO THE OWNER.  THIS PLAN SHALL DEPICT LOCATIONS OF PROPOSED TERMINATIONS AND

ANY TEMPORARY SERVICES THAT WILL BE NEEDED.

7. CONTRACTOR REQUIRED TO CONFIRM/MAINTAIN BENCHMARKS. IF IMPACTED CONTRACTOR IS

RESPONSIBLE FOR NOTIFICATION/RELOCATION AND COORDINATION WITH PROJECT TEAM.

DEMOLITION NOTES              

25-FOOT WETLAND SETBACK

75-FOOT WETLAND SETBACK
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GENERAL NOTES                                                        

PLANNING BOARD

TOWN OF ARUNDEL 

APPROVAL-

CHAIRPERSON

DATE

1. THE RECORD OWNER OF THE PARCEL IS SIGNATURE HOLDINGS LLC BY DEED DATED OCTOBER 30,

2019 AND RECORDED AT THE YORK COUNTY REGISTRY OF DEEDS (YCRD) IN BOOK 18087, PAGE

832.

2. THE PROPERTY IS SHOWN AS A PORTION OF LOT 3A ON THE TOWN OF ARUNDEL TAX MAP 34 AND

IS LOCATED IN THE DOWNTOWN BUSINESS DISTRICT II (DB2).

3. TOTAL AREA OF PARCEL IS APPROXIMATELY 279,185 SQUARE FEET (6.40 ACRES).

4. SPACE AND BULK CRITERIA FOR THE DOWNTOWN BUSINESS DISTRICT II (DB2):

NON-RESIDENTIAL

MAXIMUM LOT SIZE: 1 ACRE

MAXIMUM BUILDING FOOTPRINT: 100,000 SF

MAXIMUM LOT COVERAGE: 70%

MAXIMUM BUILDING HEIGHT: 50 FT

FRONT YARD SETBACK: 40 FT

SIDE YARD SETBACK: 15 FT

REAR YARD SETBACK: 25 FT AND 5 FT FOR EVERY STORY ABOVE 2 STORIES

SETBACK FROM ADJACENT R1, R2 R4: 75 FT PLANNING BOARD MAY REDUCE TO 40 FT

MAXIMUM LOT COVERAGE: 100 FT

(ARTERIAL COLLECTOR)

MINIMUM LOT FRONTAGE: 100 FT

(LOCAL ROAD)

*SEE ORDINANCE FOR MORE SPECIFIC INFORMATION AND CONFIRM WITH A TOWN OFFICIAL.
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