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Supplemental Narrative Regarding Vinegar Hill Music Theatre (“Vinegar Hill”) 

Operations  

 

At the January 17, 2023 Planning Board Meeting, the Planning Board requested that a number of 

additional details be provided ahead of the Public Hearing scheduled for March 7, 2023.  Below 

please find a general description of the specific requests and the Vinegar Hill’s response.  

 

1. Vinegar Hill’s Operating Season  

 

RESPONSE: The general season for Vinegar Hill runs from mid-April through early 

November with a few events taking place during the “off season” including events 

surrounding Prelude.  

 

2. Vinegar Hill’s Event Capacity  

 

RESPONSE: The indoor theatre capacity is approximately 260 seats.  Pursuant to the 

HHE-200 application the capacity of the to-be installed expanded septic system can 

handle up to 350 people per day (in addition to 8 employees).  No single event will 

exceed the 260-seat capacity and no combination of events will exceed the 350 people 

capacity in any 24 hour period.  

 

3. Parking During Events 

 

RESPONSE: The Planning Board requested that handicap parking be delineated on the 

site plan.  Please see Note 9 on the plan set stating that “For events occurring in theater, 

handicap parking is located in the crushed shell parking lot.  Additionally, on Sheet 2 

(Outdoor Events and Concerts), Handicap Parking is designated behind the area 

designated for chairs and blankets. Finally, please see the attached Parking Mitigation 

Plan for a full description of how parking is generally handled for different events.  

 

4. Stage Description  

 

RESPONSE: The structure that composes the outdoor stage is 20 feet wide by 16 feet 

deep.  The front is 15 feet from the ground to the top of the structure and the back is 

approximately 12 feet.  The stage sits approximately 3 feet off the ground.  There is also 

approximately 1000 pounds of concrete on each corner of the stage anchored to the top 

for added wind resistance. Further details can be found in the attached cut sheets.  
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item material pipe OD and tol. wt and tol min yield strength

1 standard high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

2 ledger high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

3 baybrace high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

4 base collar (part a) high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

5 base collar (part b) normal carbon steel (Q235) 60.0 +/-0.4MM 4.5 +/-0.30MM 34,000PSI

6 truss ledger high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

7 double truss ledger high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

8 side bracket high strength low-alloy steel (Q345) 48.6 +/-0.3MM 3.2 +/-0.20MM 50,000PSI

9 ledger mouth piece cast steel 34,000PSI

10 baybrace end piece cast steel 34,000PSI

11 wedge normal carbon steel (Q235) 34,000PSI

12 rosette high strength low-alloy (Q345) 50,000PSI

SYSTEM SCAFFOLDING MATERIAL SPECIFICATIONS
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Size Uniformly Distributed Concentrated
Feet Meters kN/m Lb/ft kN Lb
2’ 2” 0.65 23.43 1785 7.82 1759
2’10” 0.88 13.34 1016 5.9 1326
3’6” 1.067 8.17 664 4.77 1072

3’10” 1.15 7.27 554 4.35 978
4’ 1.22 6.68 509 4.17 938
5’ 1.52 4.27 325 3.34 751

5’2” 1.57 4 305 3.23 726
7’ 2.13 2.18 166 2.39 536
8’ 2.44 1.66 127 2.09 469

10’ 3.05 1.06 81 1.67 375
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Represents Applied Load

LEDGERS
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Distance “Y” Capacity
Feet Meters kN Lb/ft
6’ 6” 2.0

22.24 5,000
(MOST TYPICAL)

4’ 11” 1.5 33.36 7,500
3’ 3” 1.0 40.03 9,000

9’ 10” 3.0 11.12 2,500
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Bay Width Tension Compression
Inches Meters kN Lb kN Lb

26 0.65 6.45 1450 9.97 2242
46 1.15 6.45 1450 8.48 1907
48 1.22 6.45 1450 8.28 1854
60 1.52 6.45 1450 7.21 1620
62 1.57 6.45 1450 7.05 1584
84 2.13 6.45 1450 5.36 1204
96 2.44 6.45 1450 4.6 1033

120 3.05 6.45 1450 3.42 769

BAY BRACE
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Vinegar Hill Parking Mitigation Plan 

February 24, 2023 

 

Prior to day of event: 

• The Vinegar Hill Music Theatre (“Vinegar Hill” website will be updated with a section 

encouraging everyone attending events at Vinegar Hill to carpool / share rides whenever 

possible. 

• For ticketed events, the number of tickets sold provides some information as to how many 

vehicles can be expected to arrive.  When tickets sold exceed 160, Vinegar Hill will plan 

accordingly to prepare for the possibility that the overflow lot at the Mann veterinary clinic may 

be used (additional staffing, preparation of overflow lot, etc.).  

• For non-ticketed events, Vinegar Hill will coordinate with the event planners to determine the 

number of anticipated attendees.  If the number of anticipated attendees exceeds 160, Vinegar 

Hill will plan accordingly to prepare for the possibility that the overflow lot at the Mann 

veterinary clinic may be used (additional staffing, preparation of overflow lot, etc.). 

• Vinegar Hill will purchase cones and signage for pedestrian traffic to prepare for the possibility 

that the overflow lot may be used.* 

Day of event: 

• Vinegar Hill will provide two (2) parking attendants for the main lot.  When ticket sales exceed 

160, a third parking attendant will be added.  Parking attendants will direct incoming vehicles to 

spaces in order to maximize the number of vehicles that can be fit into the available parking 

area. 

• Attendants will fill all of the available spaces in the main lot first, then direct vehicles to the 

seashell lot in front of the barn (other than those spots designated for handicapped parking).  

Only when all available parking spaces have been filled will the attendants direct vehicles to the 

overflow lot. 

• When ticket sales exceed 160, Vinegar Hill will set up cones and signage directing pedestrians 

where to walk and where to cross the street into the Vinegar Hill parking lot in the event that 

the overflow lot becomes needed.* 

 

*Please note that it is not anticipated that the overflow lot will be used, as the number of spaces in the main lot 

and the seashell lot exceed the number required by code for the capacity of the space.   

 












































































































