VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address Michael McCormick
AIM - Arundel
2244 Portland Road MSGP Permit Number
MERO5C 134

Arundel, Maine

72 Hours Since Last
Qualifying Storm XYes ONo Qualifying Storm Event
Event

Yes O No

OUTFALL NUMBER 1 2A NA ‘ NA NA
OBSERVATION 12-7-22 @ .
DATE/TIME 10:30 12-7-22@ 10:45
EST. TIME FROM 1 hr 1 hr
ONSET RUNOFF**
DISCHARGE TYPE . .

s Rain Rain
Rain or Snowmelt
Sample Volume(ml) 1000 1000
COLOR light yellow v. light yellow
ODOR Normal Normal
CLARITY Clear Clear
FLOATING SOLIDS* None None
SETTLED SOLIDS* <0.3mL <0.3 mL
SUSPENDED SOLIDS* Slight Slight
FOAM None None
OIL SHEEN None None
NOTES

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, tfrue, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly

violating the law".

Sampler's Signature Date 12/7/2022

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.
comments section also as indicated in the instructions.

Enter general comments on the condition and appearance of each outfall in the

Ouffall 1 Comments: Very few suspended and seftled solids — plant/organic particles
Outfall 2A Comments: Very few suspended, and settled solids — plant/organic particles
NA Comments:
NA Comments:
NA Comments:

JN: 10778.030
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ANALYTICAL REPORT

Lab Number: L2268834
Client: Haley Ward, Inc
120 Main St.
Suite 132
Saco, ME 04072
ATTN: Jacalyn Gorczynski
Phone: (207) 989-4824
Project Name: AIM ARUNDEL
Project Number: 10778.030
Report Date: 12/18/22

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com
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Project Name: AIM ARUNDEL Lab Number: 12268834
Project Number:  10778.030 Report Date: 12/18/22
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L2268834-01 OUTFALL 1 WATER ARUNDEL, ME 12/07/22 10:30 12/07/22
Page 2 of 15 /) .
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Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number:  10778.030 Report Date: 12/18/22

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

WMQ;@ Kelly Stenstrom

Title: Technical Director/Representative Date: 12/18/22

Authorized Signature:
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QC OUTLIER SUMMARY REPORT
Project Name: AIM ARUNDEL Lab Number: 2268834
Project Number: 10778.030 Report Date: 12/18/22

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 15 ALpHA
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INORGANICS
&
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Project Name:

Project Number:

AIM ARUNDEL
10778.030

SAMPLE RESULTS

Serial_N0:12182217:44

Lab Number: 2268834
Report Date: 12/18/22

Lab ID: L2268834-01 Date Collected:  12/07/22 10:30

Client ID: OUTFALL 1 Date Received:  12/07/22

Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water

Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor  Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended ND mg/l 5.0 NA 1 - 12/14/22 15:43 121,2540D MG
DA,
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Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number: 10778.030 Report Date: 12/18/22

Method Blank Analysis
Batch Quality Control

Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1723352-1
Solids, Total Suspended ND mg/l 5.0 NA 1 - 12/14/22 15:43 121,2540D MG

............
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Lab Control Sample Analysis
Batch Quality Control

Serial_N0:12182217:44

Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number:  10778.030 Report Date: 12/18/22
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1723352-2

Solids, Total Suspended 104 - 80-120

Page 8 of 15
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Project Name: AIM ARUNDEL Lab Number: L2268834

Project Number: 10778.030 Report Date: 12/18/22
Sample Receipt and Container Information
Were project specific reporting limits specified? YES

Cooler Information

Cooler Custody Seal

A Absent

Container Information Initial  Final Temp Frozen

Container ID Container Type Cooler pH pH deg C Pres Seal Date/Time Analysis(*)

L2268834-01A Plastic 950ml unpreserved A 7 7 4.7 Y Absent TSS-2540(7)
Page 9 of 15 *Values in parentheses indicate holding time in days

...........
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Project Name: AIM ARUNDEL Lab Number: L2268834

Project Number:  10778.030 Report Date: 12/18/22
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

NR - No Results: Termis utilized when 'No Target Compounds Requested' is reported for the analysis of Volatile or Semivolatile
Organic TIC only requests.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; although the RPD value will be provided in the report.

SRM - Standard Reference Material: A reference sample of aknown or certified value that is of the same or similar matrix as the
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Report Format:  Data Usability Report

ALPLHA

AT T 1 e

Page 10 of 15



Serial_N0:12182217:44

Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number:  10778.030 Report Date: 12/18/22
Footnotes

1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.
Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Chlordane: The target compound Chlordane (CAS No. 57-74-9) is reported for GC ECD analyses. Per EPA this compound "refersto a
mixture of chlordane isomers, other chlorinated hydrocarbons and numerous other components.” (Reference: USEPA Toxicological Review
of Chlordane, In Support of Summary Information on the Integrated Risk Information System (IRIS), December 1997.)

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container Information section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in 'bold'.
Gasoline Range Organics (GRO): Gasoline Range Organics (GRO) resultsinclude all chromatographic peaks eluting from Methyl tert butyl
ether through Naphthalene, with the exception of GRO analysisin support of State of Ohio programs, which includes all chromatographic
peaks eluting from Hexane through Dodecane.

Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for all or a subset of the
following compounds: Naphthal ene, C1-C4 Naphthal enes, 2-Methylnaphthalene, 1-M ethylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Total' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA,
PFNA and PFOS. In addition, the 'PFAS, Total (6)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA, PFNA, PFDA
and PFOS. For MassDEP DW compliance analysis only, the 'PFAS, Total (6)' result is defined as the summation of results at or above the
RL. Note: If a'Total' result is requested, the results of its individual components will also be reported.

Total: With respect to Organic analyses, a'Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total’
result is requested, the results of itsindividual components will also be reported. Thisis applicable to ‘Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates" are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only appliesto associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Co-elution: The target analyte co-elutes with aknown lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D - Concentration of analyte was quantified from diluted analysis. Flag only applies to field samples that have detectable concentrations
of the analyte.

- Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

F - Theratio of quantifier ion response to qualifier ion response falls outside of the laboratory criteria. Results are considered to be an
estimated maximum concentration.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

Report Format:  Data Usability Report

ALPLHA

AT T 1 e

Page 11 of 15



Serial_N0:12182217:44

Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number:  10778.030 Report Date: 12/18/22

Data Qualifiers

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (T1Cs), where
the identification is based on a mass spectral library search.

P - The RPD between the results for the two columns exceeds the method-specified criteria

Q - The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration

Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metalsonly.)

R - Analytical results are from sample re-analysis.

RE - Analytical results are from sample re-extraction.

S - Analytical results are from modified screening analysis.

\% - The surrogate associated with this target analyte has a recovery outside the QC acceptance limits. (Applicable to MassDEP DW
Compliance samples only.)

z - The batch matrix spike and/or duplicate associated with this target analyte has a recovery/RPD outside the QC acceptance limits.

(Applicable to MassDEP DW Compliance samples only.)

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2268834
Project Number: 10778.030 Report Date: 12/18/22

REFERENCES

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

AR T 1AL
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 19
Department: Quality Assurance Published Date: 4/2/2021 1:14:23 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene, Naphthalene

EPA 625/625.1: alpha-Terpineol

EPA 8260C/8260D: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene;
4-Ethyltoluene.

EPA 8270D/8270E: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine, alpha-Terpineol; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.
SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan II,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522, EPA 537.1.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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Billing Information

Report Information - Data Deliverables
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Regulatory Reguirements & Project Information Requirements

Tel: 50B-B98-9220 Tl 508-822.0300
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Pmyer:l #: O Yes O Mo MA MCP Analytical Methods O Yes O No CT RCP Analytical Methods
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address Michael McCormick
AIM - Arundel
2244 Portland Road MSGP Permit Number
MERO5C 134

Arundel, Maine

72 Hours Since Last
Qualifying Storm OYes No Qualifying Storm Event
Event

O Yes No

OUTFALL NUMBER 1 2A NA ‘ NA NA

OBSERVATION
DATE/TIME

EST. TIME FROM
ONSET RUNOFF**

DISCHARGE TYPE
Rain or Snowmelt

Sample Volume(ml)

COLOR

ODOR

CLARITY

FLOATING SOLIDS*

SETTLED SOLIDS*

SUSPENDED SOLIDS*

FOAM

OIL SHEEN

NOTES No Discharge | No Discharge

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, tfrue, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly

violating the law".

Sampler's Signature Date 3rd Quarter, 2022

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.
comments section also as indicated in the instructions.

Enter general comments on the condition and appearance of each outfall in the

Ouffall 1 Comments: No flow observed during multiple attempted observations.
Outfall 2A Comments: No flow observed during multiple attempted observations.
NA Comments:
NA Comments:
NA Comments:

JN: 10778.030
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address Michael McCormick
AIM - Arundel
2244 Portland Road MSGP Permit Number
MERO5C 134

Arundel, Maine

72 Hours Since Last
Qualifying Storm XYes ONo Qualifying Storm Event
Event

Yes O No

OUTFALL NUMBER 1 2A NA ‘ NA NA
OBSERVATION 6-9-22 @ .
DATE/TIME 14:35 6-9-22 @ 14:25
EST. TIME FROM 1 hr 1 hr
ONSET RUNOFF**
DISCHARGE TYPE . .

s Rain Rain
Rain or Snowmelt
Sample Volume(ml) 1,050 1,100
COLOR v. light v. light yellow

yellow

ODOR Normal Normal
CLARITY Clear Clear
FLOATING SOLIDS* Slight Slight
SETTLED SOLIDS* None None
SUSPENDED SOLIDS* Slight Slight
FOAM None None
OIL SHEEN None None
NOTES

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, true, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly

violating the law™".

Sampler's Signature Date 6/9/2022

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.
comments section also as indicated in the instructions.

Enter general comments on the condition and appearance of each outfall in the

Outfall 1 Comments: Very few floating and settled solids — plant/organic particles

Outfall 2A Comments: Very few floating, suspended, and seftled solids — plant/organic
particles

NA Comments:

NA Comments:

NA Comments:

JN: 10778.030
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ANALYTICAL REPORT

Lab Number: L2230887
Client: Haley Ward, Inc
120 Main St.
Suite 132
Saco, ME 04072
ATTN: Jacalyn Gorczynski
Phone: (207) 989-4824
Project Name: AIM ARUNDEL
Project Number: 10778.030
Report Date: 06/24/22

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com
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Project Name: AIM ARUNDEL Lab Number: 12230887
Project Number:  10778.030 Report Date: 06/24/22
Alpha Sample Collection _
Sample ID Client ID Matrix Location Date/Time Receive Date
L2230887-01 OUTFALL 1 WATER ARUNDEL, ME 06/09/22 14:30 06/10/22
Page 2 of 15 /)
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Project Name: AIM ARUNDEL Lab Number: L2230887
Project Number:  10778.030 Report Date: 06/24/22

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

W WM Caitlin Walukevich

Title: Technical Director/Representative Date: 06/24/22

Authorized Signature:

Page3of15 e
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QC OUTLIER SUMMARY REPORT
Project Name: AIM ARUNDEL Lab Number: 2230887
Project Number: 10778.030 Report Date: 06/24/22

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 15 ALpHA
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Project Name:  AIM ARUNDEL Lab Number: L2230887
Project Number: 10778.030 Report Date: 06/24/22

SAMPLE RESULTS

Lab ID: L2230887-01 Date Collected: ~ 06/09/22 14:30
Client ID: OUTFALL 1 Date Received:  06/10/22
Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water
Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor  Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended ND mg/l 5.0 NA 1 - 06/16/22 20:00 121,2540D MD
JRHA

Page 6 of 15



Project Name: AIM ARUNDEL
Project Number: 10778.030

Method Blank Analysis
Batch Quality Control

Dilution
Parameter Result Qualifier Units RL MDL Factor

Serial_N0:06242209:23

Lab Number: L2230887
Report Date: 06/24/22
Date Date Analytical

Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1651739-1
Solids, Total Suspended ND mg/l 5.0 NA 1

Page 7 of 15

06/16/22 20:00 121,2540D MD
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Lab Control Sample Analysis
Batch Quality Control

Serial_N0:06242209:23

Project Name: AIM ARUNDEL Lab Number: L2230887
Project Number:  10778.030 Report Date: 06/24/22
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1651739-2

Solids, Total Suspended 99 - 80-120

Page 8 of 15
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Project Name: AIM ARUNDEL Lab Number: L2230887

Project Number: 10778.030 Report Date: 06/24/22
Sample Receipt and Container Information
Were project specific reporting limits specified? YES

Cooler Information

Cooler Custody Seal

A Absent

Container Information Initial  Final Temp Frozen

Container ID Container Type Cooler pH pH deg C Pres Seal Date/Time Analysis(*)

L2230887-01A Plastic 950ml unpreserved A 7 7 3.9 Y Absent TSS-2540(7)
Page 9 of 15 *Values in parentheses indicate holding time in days
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Project Name: AIM ARUNDEL Lab Number: L2230887

Project Number:  10778.030 Report Date: 06/24/22
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

NR - No Results: Termis utilized when 'No Target Compounds Requested' is reported for the analysis of Volatile or Semivolatile
Organic TIC only requests.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; although the RPD value will be provided in the report.

SRM - Standard Reference Material: A reference sample of aknown or certified value that is of the same or similar matrix as the
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2230887
Project Number:  10778.030 Report Date: 06/24/22
Footnotes

1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.
Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Chlordane: The target compound Chlordane (CAS No. 57-74-9) is reported for GC ECD analyses. Per EPA this compound "refersto a
mixture of chlordane isomers, other chlorinated hydrocarbons and numerous other components.” (Reference: USEPA Toxicological Review
of Chlordane, In Support of Summary Information on the Integrated Risk Information System (IRIS), December 1997.)

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container Information section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in 'bold'.
Gasoline Range Organics (GRO): Gasoline Range Organics (GRO) resultsinclude all chromatographic peaks eluting from Methyl tert butyl
ether through Naphthalene, with the exception of GRO analysisin support of State of Ohio programs, which includes all chromatographic
peaks eluting from Hexane through Dodecane.

Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for all or a subset of the
following compounds: Naphthal ene, C1-C4 Naphthal enes, 2-Methylnaphthalene, 1-M ethylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Total' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA,
PFNA and PFOS. In addition, the 'PFAS, Total (6)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA, PFNA, PFDA
and PFOS. For MassDEP DW compliance analysis only, the 'PFAS, Total (6)' result is defined as the summation of results at or above the
RL. Note: If a'Total' result is requested, the results of its individual components will also be reported.

Total: With respect to Organic analyses, a'Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total’
result is requested, the results of itsindividual components will also be reported. Thisis applicable to ‘Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates" are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only appliesto associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Co-elution: The target analyte co-elutes with aknown lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D - Concentration of analyte was quantified from diluted analysis. Flag only applies to field samples that have detectable concentrations
of the analyte.

- Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

F - Theratio of quantifier ion response to qualifier ion response falls outside of the laboratory criteria. Results are considered to be an
estimated maximum concentration.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

Report Format:  Data Usability Report
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Project Name: AIM ARUNDEL Lab Number: L2230887
Project Number:  10778.030 Report Date: 06/24/22

Data Qualifiers

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (T1Cs), where
the identification is based on a mass spectral library search.

P - The RPD between the results for the two columns exceeds the method-specified criteria

Q - The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration

Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metalsonly.)

R - Analytical results are from sample re-analysis.

RE - Analytical results are from sample re-extraction.

S - Analytical results are from modified screening analysis.

\% - The surrogate associated with this target analyte has a recovery outside the QC acceptance limits. (Applicable to MassDEP DW
Compliance samples only.)

z - The batch matrix spike and/or duplicate associated with this target analyte has a recovery/RPD outside the QC acceptance limits.

(Applicable to MassDEP DW Compliance samples only.)

Report Format:  Data Usability Report
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Project Name: AIM ARUNDEL Lab Number: L2230887
Project Number: 10778.030 Report Date: 06/24/22

REFERENCES

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

AL T e AL
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 19
Department: Quality Assurance Published Date: 4/2/2021 1:14:23 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene, Naphthalene

EPA 625/625.1: alpha-Terpineol

EPA 8260C/8260D: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene;
4-Ethyltoluene.

EPA 8270D/8270E: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine, alpha-Terpineol; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.
SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan II,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522, EPA 537.1.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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AN AN

VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address Michael McCormick
AIM - Arundel
2244 Portland Road MSGP Permit Number
MERO5C 134

Arundel, Maine

72 Hours Since Last
Qualifying Storm XYes [ONo Qualifying Storm Event
Event

X Yes O No

OUTFALL NUMBER 1 2A NA NA NA
OBSERVATION 3-24-22 @ )
DATE/TIME 14:35 3-24-22@14:25
EST. TIME FROM ! hr 1 hr
ONSET RUNOFF**
DISCHARGE TYPE . .

., Rain Rain
Rain or Snowmelt
Sample Volume(ml) 1,100 1,000
COLOR Clear Light brown-yellow
ODOR Normal Normal
CLARITY Clear Clear
FLOATING SOLIDS* Slight Slight
SETTLED SOLIDS* None 1 mL
SUSPENDED SOLIDS* None Slight
FOAM None None
OIL SHEEN None None
NOTES

*Description of these criteria is listed in the general comments section.

“| certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed o assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, o the
best of my knowledge and belief, frue, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly

violating the law™".

Sampler's Signature Date 3/24/2022

**Due fo the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.

Enter general comments on the condition and appearance of each ouffall in the

comments section also as indicated in the instructions.

Outfall 1 Comments: Very few floating and settled solids — plant/organic particles

Ouvtifall 2A Comments: Very few floating, suspended, and settled solids — plant/organic
particles

NA Comments:

NA Comments:

NA Comments:

JN: 10778.030
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ALPHA

L ANALY\TICAL

ANALYTICAL REPORT

Lab Number: L2215681
Client: Haley Ward, Inc
120 Main St.
Suite 132
Saco, ME 04072
ATTN: Jacalyn Gorczynski
Phone: (207) 989-4824
Project Name: AIM ARUNDEL
Project Number: 10778.030
Report Date: 04/01/22

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com
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Project Name: AIM ARUNDEL Lab Number: 12215681
Project Number:  10778.030 Report Date: 04/01/22
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L2215681-01 OUTFALL 1 WATER ARUNDEL, ME 03/24/22 14:35 03/25/22
Page 2 of 15 /) .
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Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number:  10778.030 Report Date: 04/01/22

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

o 7// Sebastian Corbin

Authorized Signature: s

Title: Technical Director/Representative Date: 04/01/22

Page3of15 e
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QC OUTLIER SUMMARY REPORT
Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number: 10778.030 Report Date: 04/01/22

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 15 ALpHA



Serial_N0:04012220:15
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Project Name:  AIM ARUNDEL Lab Number: L2215681
Project Number: 10778.030 Report Date: 04/01/22

SAMPLE RESULTS

Lab ID: L2215681-01 Date Collected: =~ 03/24/22 14:35
Client ID: OUTFALL 1 Date Received:  03/25/22
Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water
Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor  Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended ND mg/l 5.0 NA 1 - 03/30/22 20:00 121,2540D MD
A

Page 6 of 15



Project Name: AIM ARUNDEL
Project Number: 10778.030

Method Blank Analysis
Batch Quality Control

Dilution
Parameter Result Qualifier Units RL MDL Factor

Serial_N0:04012220:15

Lab Number: L2215681
Report Date: 04/01/22
Date Date Analytical

Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1621711-1
Solids, Total Suspended ND mg/l 5.0 NA 1

Page 7 of 15

03/30/22 20:00 121,2540D MD
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Lab Control Sample Analysis
Batch Quality Control

Serial_N0:04012220:15

Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number:  10778.030 Report Date: 04/01/22
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1621711-2

Solids, Total Suspended 99 - 80-120

Page 8 of 15
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Project Name: AIM ARUNDEL
Project Number: 10778.030

Sample Receipt and Container Information

Were project specific reporting limits specified? YES

Cooler Information

Cooler Custody Seal
A Absent
Container Information Initial  Final Temp Frozen
Container ID  Container Type Cooler pH PH  degC Pres Seal Date/Time
L2215681-01A Plastic 250ml unpreserved A 7 7 4.6 Y Absent
L2215681-01B Plastic 250ml unpreserved A 7 7 4.6 Y Absent
L2215681-01C Plastic 250ml unpreserved A 7 7 4.6 Y Absent
L2215681-01D Plastic 250ml unpreserved A 7 7 4.6 Y Absent
Page 9 of 15 *Values in parentheses indicate holding time in days

Serial_N0:04012220:15

Lab Number: 2215681
Report Date: 04/01/22

Analysis(*)
TSS-2540(7)
TSS-2540(7)
TSS-2540(7)
TSS-2540(7)
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Project Name: AIM ARUNDEL Lab Number: L2215681

Project Number:  10778.030 Report Date: 04/01/22
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

NR - No Results: Termis utilized when 'No Target Compounds Requested' is reported for the analysis of Volatile or Semivolatile
Organic TIC only requests.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; although the RPD value will be provided in the report.

SRM - Standard Reference Material: A reference sample of aknown or certified value that is of the same or similar matrix as the
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Report Format:  Data Usability Report

ALPLHA

AT T 1 e

Page 10 of 15



Serial_N0:04012220:15

Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number:  10778.030 Report Date: 04/01/22
Footnotes

1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.

Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container Information section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in ‘bold'.
Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for all or a subset of the
following compounds: Naphthalene, C1-C4 Naphthalenes, 2-Methylnaphthal ene, 1-Methylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Total' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of resultsfor: PFHpA, PFHXS, PFOA,
PFNA and PFOS. In addition, the 'PFAS, Total (6)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA, PFNA, PFDA
and PFOS. For MassDEP DW compliance analysis only, the 'PFAS, Total (6)' result is defined as the summation of results at or above the
RL. Note: If a'Total' result is requested, the results of itsindividual components will also be reported.

The target compound Chlordane (CAS No. 57-74-9) is reported for GC ECD analyses. Per EPA ,this compound "refers to a mixture of
chlordane isomers, other chlorinated hydrocarbons and numerous other components.” (Reference: USEPA Toxicological Review of
Chlordane, In Support of Summary Information on the Integrated Risk Information System (IRIS), December 1997.)

Total: With respect to Organic analyses, a'Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total’
result is requested, the results of itsindividual components will also be reported. Thisis applicable to 'Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates' are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only applies to associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Coé;lel ution: The target analyte co-elutes with a known lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D . Con?:/entrati on of analyte was quantified from diluted analysis. Flag only appliesto field samples that have detectable concentrations
of the analyte.

- Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

F - Theratio of quantifier ion response to qualifier ion response falls outside of the laboratory criteria. Results are considered to be an
estimated maximum concentration.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (TICs), where

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number:  10778.030 Report Date: 04/01/22

Data Qualifiers

the identification is based on a mass spectral library search.
P - The RPD between the results for the two columns exceeds the method-specified criteria.

- The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration
Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metals only.)

R - Analytical results are from sample re-analysis.
RE - Analytical results are from sample re-extraction.

S - Analytical results are from modified screening analysis.

\% - The surrogate associated with this target analyte has a recovery outside the QC acceptance limits. (Applicable to MassDEP DW
Compliance samples only.)

z - The batch matrix spike and/or duplicate associated with this target analyte has a recovery/RPD outside the QC acceptance limits.

(Applicable to MassDEP DW Compliance samplesonly.)

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2215681
Project Number: 10778.030 Report Date: 04/01/22

REFERENCES

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

AR T 1AL
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 19
Department: Quality Assurance Published Date: 4/2/2021 1:14:23 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene, Naphthalene

EPA 625/625.1: alpha-Terpineol

EPA 8260C/8260D: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene;
4-Ethyltoluene.

EPA 8270D/8270E: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine, alpha-Terpineol; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.
SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan II,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522, EPA 537.1.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address Jacalyn Gorczynski —
AIM - Arundel Haley Ward
2244 Portland Road MSGP Permit Number
MER0O5C134

Arundel, Maine

72 Hours Since Last
Qualifying Storm XYes ONo Qualifying Storm Event
Event

Yes O No

OUTFALL NUMBER 1 2A NA NA NA
OBSERVATION (10/26/21) @ | (10/26/21) @
DATE/TIME 16:15 16:25
EST. TIME FROM 1 hr ! hr
ONSET RUNOFF**
DISCHARGE TYPE . .

s Rain Rain
Rain or Snowmelt
Sample Volume(ml) 1000 1000
COLOR Light brown - Clear

yellow

ODOR Normal Normal
CLARITY Silty Clear
FLOATING SOLIDS* Slight None
SETTLED SOLIDS* Slight Slight
SUSPENDED SOLIDS* None None
FOAM None None
OIL SHEEN None None
NOTES

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, true, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly
violating the law™".

Sampler's Signature Date 10/27/2021

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.
comments section also as indicated in the instructions.

Enter general comments on the condition and appearance of each outfall in the

Ouffall 1 Comments: Sample generally silty, as was all of outfall location.
Very few seftled and floating solids (leaf/organic particles).
Outfall 2A Comments: Sample clear, as was all of outfall location.
NA Comments:
NA Comments:
NA Comments:

JN: 10778.030
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ALPHA

L ANALY\TICAL

ANALYTICAL REPORT

Lab Number: L2158739

Client: Haley Ward, Inc
One Merchants Plaza
Bangor, ME 04401

ATTN: Chris Bagley
Phone: (207) 989-4824
Project Name: AIM ARUNDEL
Project Number: 10778.030
Report Date: 11/10/21

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com

Page 1 of 16
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Project Name: AIM ARUNDEL Lab Number: 12158739
Project Number:  10778.030 Report Date: 11/10/21
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L2158739-01 OUTFALL 1 WATER ARUNDEL, ME 10/26/21 16:15 10/27/21
Page 2 of 16 /) .
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Project Name: AIM ARUNDEL Lab Number: L2158739
Project Number:  10778.030 Report Date: 11/10/21

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

YW/W Melissa Sturgis
Authorized Signature:

Title: Technical Director/Representative Date: 11/10/21
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QC OUTLIER SUMMARY REPORT
Project Name: AIM ARUNDEL Lab Number: 12158739
Project Number: 10778.030 Report Date: 11/10/21

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 16 ALpHA
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INORGANICS
&
MISCELLANEOUS
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Project Name:  AIM ARUNDEL Lab Number: L2158739
Project Number: 10778.030 Report Date: 11/10/21

SAMPLE RESULTS

Lab ID: L2158739-01 Date Collected: ~ 10/26/21 16:15
Client ID: OUTFALL 1 Date Received:  10/27/21
Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water
Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor  Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended 340 mg/l 50 NA 10 - 11/01/21 16:20 121,2540D AC
A

Page 6 of 16



Project Name: AIM ARUNDEL
Project Number: 10778.030

Method Blank Analysis
Batch Quality Control

Dilution
Parameter Result Qualifier Units RL MDL Factor

Serial_N0:11102107:28

Lab Number: L2158739
Report Date: 11/10/21
Date Date Analytical

Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1565704-1
Solids, Total Suspended ND mg/l 5.0 NA 1

Page 7 of 16

11/01/21 16:20 121,2540D AC
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Lab Control Sample Analysis
Batch Quality Control

Serial_N0:11102107:28

Project Name: AIM ARUNDEL Lab Number: L2158739
Project Number:  10778.030 Report Date: 11/10/21
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1565704-2

Solids, Total Suspended 99 - 80-120

Page 8 of 16
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Lab Duplicate Analysis

Project Name: AIM ARUNDEL Batch Quality Control Lab Number: L2158739
Project Number: 10778.030 Report Date: 11/10/21
Parameter Native Sample Duplicate Sample Units RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 QC Batch ID: WG1565704-3 QC Sample: L2158739-01 Client ID: OUTFALL 1

Solids, Total Suspended 340 310 mg/l 9 29

Page 9 of 16 ALpHA
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Project Name: AIM ARUNDEL Lab Number: L2158739

Project Number: 10778.030 Report Date: 11/10/21
Sample Receipt and Container Information
Were project specific reporting limits specified? YES

Cooler Information

Cooler Custody Seal

A Absent

Container Information Initial  Final Temp Frozen

Container ID Container Type Cooler pH pH deg C Pres Seal Date/Time Analysis(*)

L2158739-01A Plastic 950ml unpreserved A 7 7 2.1 Y Absent TSS-2540(7)
Page 10 of 16 *Values in parentheses indicate holding time in days

...........
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Project Name: AIM ARUNDEL Lab Number: L2158739

Project Number:  10778.030 Report Date: 11/10/21
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

NR - No Results: Termis utilized when 'No Target Compounds Requested' is reported for the analysis of Volatile or Semivolatile
Organic TIC only requests.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; although the RPD value will be provided in the report.

SRM - Standard Reference Material: A reference sample of aknown or certified value that is of the same or similar matrix as the
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2158739
Project Number:  10778.030 Report Date: 11/10/21
Footnotes

1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.

Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container Information section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in ‘bold'.
Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for all or a subset of the
following compounds: Naphthalene, C1-C4 Naphthalenes, 2-Methylnaphthal ene, 1-Methylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Total' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of resultsfor: PFHpA, PFHXS, PFOA,
PFNA and PFOS. In addition, the 'PFAS, Total (6)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA, PFNA, PFDA
and PFOS. For MassDEP DW compliance analysis only, the 'PFAS, Total (6)' result is defined as the summation of results at or above the
RL. Note: If a'Total' result is requested, the results of itsindividual components will also be reported.

The target compound Chlordane (CAS No. 57-74-9) is reported for GC ECD analyses. Per EPA ,this compound "refers to a mixture of
chlordane isomers, other chlorinated hydrocarbons and numerous other components.” (Reference: USEPA Toxicological Review of
Chlordane, In Support of Summary Information on the Integrated Risk Information System (IRIS), December 1997.)

Total: With respect to Organic analyses, a'Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total’
result is requested, the results of itsindividual components will also be reported. Thisis applicable to 'Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates' are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only applies to associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Coé;lel ution: The target analyte co-elutes with a known lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D . Con?:/entrati on of analyte was quantified from diluted analysis. Flag only appliesto field samples that have detectable concentrations
of the analyte.

- Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

F - Theratio of quantifier ion response to qualifier ion response falls outside of the laboratory criteria. Results are considered to be an
estimated maximum concentration.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (TICs), where

Report Format:  Data Usability Report
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Project Name: AIM ARUNDEL Lab Number: L2158739
Project Number:  10778.030 Report Date: 11/10/21

Data Qualifiers

the identification is based on a mass spectral library search.
P - The RPD between the results for the two columns exceeds the method-specified criteria.

- The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration
Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metals only.)

R - Analytical results are from sample re-analysis.
RE - Analytical results are from sample re-extraction.

S - Analytical results are from modified screening analysis.

\% - The surrogate associated with this target analyte has a recovery outside the QC acceptance limits. (Applicable to MassDEP DW
Compliance samples only.)

z - The batch matrix spike and/or duplicate associated with this target analyte has a recovery/RPD outside the QC acceptance limits.

(Applicable to MassDEP DW Compliance samplesonly.)

Report Format:  Data Usability Report
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Project Name: AIM ARUNDEL Lab Number: L2158739
Project Number: 10778.030 Report Date: 11/10/21

REFERENCES

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

AR T 1AL
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 19
Department: Quality Assurance Published Date: 4/2/2021 1:14:23 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene, Naphthalene

EPA 625/625.1: alpha-Terpineol

EPA 8260C/8260D: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene;
4-Ethyltoluene.

EPA 8270D/8270E: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine, alpha-Terpineol; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.
SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan II,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522, EPA 537.1.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name
Michael McCormick —
Haley Ward

Facility Address
AIM - Arundel

2244 Portland Road MSGP Permit Number

MEROS5C134

Arundel, Maine

72 Hours Since Last

Qualifying Storm XYes ONo Qualifying Storm Event
Event
Yes O No
OUTFALL NUMBER 1 2A NA NA
OBSERVATION (9/2/21) @ (9/2/21) @
DATE/TIME 9:00 8:40
EST. TIME FROM 1 hr ! hr
ONSET RUNOFF**
DISCHARGE TYPE . .
s Rain Rain
Rain or Snowmelt
Sample Volume(ml) 1000 1000
COLOR Light brown - | Light brown
yellow - yellow
ODOR Normal Normal
CLARITY Clear Clear
FLOATING SOLIDS* Slight Slight
SETTLED SOLIDS* Slight Slight
SUSPENDED SOLIDS* None None
FOAM None None
OIL SHEEN None None
NOTES

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, true, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly

violating the law™".

Sampler's Signature Date 9/2/2021

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled.
comments section also as indicated in the instructions.

Enter general comments on the condition and appearance of each outfall in the

Outfall 1 Comments: Very few seftled and floating solids (leaf/organic particles)
Outfall 2A Comments: Very few settled and floating solids (leaf/organic particles)
NA Comments:
NA Comments:
NA Comments:

JN: 10778.030
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ALPHA

L ANALY\TICAL

ANALYTICAL REPORT

Lab Number: L2147705

Client: Haley Ward, Inc
One Merchants Plaza
Bangor, ME 04401

ATTN: Jacalyn Gorczynski
Phone: (207) 989-4824
Project Name: AIM ARUNDEL
Project Number: 10778.030

Report Date: 09/13/21

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com
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Project Name: AIM ARUNDEL Lab Number: 12147705
Project Number:  10778.030 Report Date: 09/13/21
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L2147705-01 OUTFALL 1 WATER ARUNDEL, ME 09/02/21 09:00 09/03/21
Page 2 of 15 /) .
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Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number:  10778.030 Report Date: 09/13/21

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

o 7// Sebastian Corbin

Authorized Signature: s

Title: Technical Director/Representative Date: 09/13/21

Page3of15 e
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QC OUTLIER SUMMARY REPORT
Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number: 10778.030 Report Date: 09/13/21

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 15 ALpHA
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INORGANICS
&
MISCELLANEOUS
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Project Name:  AIM ARUNDEL Lab Number: L2147705
Project Number: 10778.030 Report Date: 09/13/21

SAMPLE RESULTS

Lab ID: L2147705-01 Date Collected: ~ 09/02/21 09:00
Client ID: OUTFALL 1 Date Received:  09/03/21
Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water
Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor  Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended ND mg/l 5.0 NA 1 - 09/08/21 15:30 121,2540D AC
A

Page 6 of 15



Project Name: AIM ARUNDEL
Project Number: 10778.030

Method Blank Analysis
Batch Quality Control

Dilution
Parameter Result Qualifier Units RL MDL Factor

Serial_N0:09132116:51

Lab Number: L2147705
Report Date: 09/13/21
Date Date Analytical

Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1544060-1
Solids, Total Suspended ND mg/l 5.0 NA 1

Page 7 of 15

09/08/21 15:30 121,2540D AC
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Lab Control Sample Analysis
Batch Quality Control

Serial_N0:09132116:51

Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number:  10778.030 Report Date: 09/13/21
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1544060-2

Solids, Total Suspended 97 - 80-120

Page 8 of 15
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Project Name: AIM ARUNDEL Lab Number: L2147705

Project Number: 10778.030 Report Date: 09/13/21
Sample Receipt and Container Information
Were project specific reporting limits specified? YES

Cooler Information

Cooler Custody Seal

C Absent

Container Information Initial  Final Temp Frozen

Container ID Container Type Cooler pH pH deg C Pres Seal Date/Time Analysis(*)

L2147705-01A Plastic 950ml unpreserved C 7 7 3.8 Y Absent TSS-2540(7)
Page 9 of 15 *Values in parentheses indicate holding time in days
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Project Name: AIM ARUNDEL Lab Number: L2147705

Project Number:  10778.030 Report Date: 09/13/21
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

NR - No Results: Termis utilized when 'No Target Compounds Requested' is reported for the analysis of Volatile or Semivolatile
Organic TIC only requests.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; although the RPD value will be provided in the report.

SRM - Standard Reference Material: A reference sample of aknown or certified value that is of the same or similar matrix as the
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number:  10778.030 Report Date: 09/13/21
Footnotes

1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.

Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container Information section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in ‘bold'.
Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for all or a subset of the
following compounds: Naphthalene, C1-C4 Naphthalenes, 2-Methylnaphthal ene, 1-Methylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Total' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of resultsfor: PFHpA, PFHXS, PFOA,
PFNA and PFOS. In addition, the 'PFAS, Total (6)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA, PFNA, PFDA
and PFOS. For MassDEP DW compliance analysis only, the 'PFAS, Total (6)' result is defined as the summation of results at or above the
RL. Note: If a'Total' result is requested, the results of itsindividual components will also be reported.

The target compound Chlordane (CAS No. 57-74-9) is reported for GC ECD analyses. Per EPA ,this compound "refers to a mixture of
chlordane isomers, other chlorinated hydrocarbons and numerous other components.” (Reference: USEPA Toxicological Review of
Chlordane, In Support of Summary Information on the Integrated Risk Information System (IRIS), December 1997.)

Total: With respect to Organic analyses, a'Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total’
result is requested, the results of itsindividual components will also be reported. Thisis applicable to 'Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates' are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only applies to associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Coé;lel ution: The target analyte co-elutes with a known lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D . Con?:/entrati on of analyte was quantified from diluted analysis. Flag only appliesto field samples that have detectable concentrations
of the analyte.

- Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

F - Theratio of quantifier ion response to qualifier ion response falls outside of the laboratory criteria. Results are considered to be an
estimated maximum concentration.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (TICs), where

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number:  10778.030 Report Date: 09/13/21

Data Qualifiers

the identification is based on a mass spectral library search.
P - The RPD between the results for the two columns exceeds the method-specified criteria.

- The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration
Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metals only.)

R - Analytical results are from sample re-analysis.
RE - Analytical results are from sample re-extraction.
S - Analytical results are from modified screening analysis.

Report Format:  Data Usability Report

ALPLHA

AT T e oA
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Project Name: AIM ARUNDEL Lab Number: L2147705
Project Number: 10778.030 Report Date: 09/13/21

REFERENCES

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

AR T 1AL
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 19
Department: Quality Assurance Published Date: 4/2/2021 1:14:23 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene, Naphthalene

EPA 625/625.1: alpha-Terpineol

EPA 8260C/8260D: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene;
4-Ethyltoluene.

EPA 8270D/8270E: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine, alpha-Terpineol; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.
SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan II,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522, EPA 537.1.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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CHAIN OF CUSTODY

FAGE 1

Project Name: AIM - Arundal

Serial_N0:09132116:51

OF 1

FAX: 508-898-9153 FaX: 508 223288

Date Rec'd In Lab; 4] rz
Report Information Data Deliverables
O Fax [0 eEmaiL

ALPHA Job #: |_ DD |y

Billing Information
[0 same as Client info

F05

[0 add1 Deliveratles

Regulatory Requirements/Report Limits

_State/Fed Program

Client: Haley Ward, Inc. Project #: 10776.030

Address: 120 Main Street, Suile 132 Project Manager: Jacalyn Gorczynski

Saco, ME 04072 ALPHA Quote #:
Phone: 207-283-9151 Turn-Around Time 'ANTLYSIE | l SAMPLE HANDLING
Fax; (@ Standard [J Rush (oNLY IF PRE-APPROVED, | g"::::
Email: mmeccormicki@haleyward.com O Not Needad
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Other Project Specific Requirements/Comments/Detection Limits: 0 Labto do
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name
Facility Address
AIM - Arundel

2244 Portland Road MSGP Permit Number
MERO5C134

Arundel, Maine

72 Hours Since Last
Qualifying Storm OYes No Qualifying Storm Event
Event

O Yes O No

OUTFALL NUMBER 1 7.\ NA NA NA

OBSERVATION

d nd
DATE/TIME 2nd QTR 2021 | 2nd QTR 2021

EST. TIME FROM
ONSET RUNOFF**

DISCHARGE TYPE
Rain or Snowmelt

Sample Volume(ml)

COLOR

ODOR

CLARITY

FLOATING SOLIDS*

SETTLED SOLIDS*

SUSPENDED SOLIDS*

FOAM

OIL SHEEN

NOTES

*Description of these criteria is listed in the general comments section.

“I certify under penalty of law that this document and all attachments were prepared under my direction
or supervision in accordance with a system designed to assure that qualified personnel properly gathered
and evaluated the information submitted. Based on my inquiry of the person or persons who manage the
system, or those persons directly responsible for gathering information, the information submitted is, to the
best of my knowledge and belief, tfrue, accurate and complete. | am aware that there are significant
penalties for submitting false information, including the possibility of fines and imprisonment for knowingly
violating the law".

Sampler's Signature Date

**Due to the inability to predict the precise time that a discharge occurs, samples are collected as soon as
practicable but may not always be collected within the first 60 minutes of a discharge. Times listed are estimated
based on site conditions, weather, and knowledge of site drainage patterns.

JN: 10778.030




VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address AIM Recycling 2R MmN Ve v
2244 Portland Road (Route 1) MSGP Pemi}__ Number
MERoSC13Y
Arundel, Maine
72 Hours Since Last
Qualifying Storm ﬂ‘(es (ONo Qualifying Storm Event
Event

‘.Zi Yes O No

Ny Clows |(868™

L ¢
Ron

2 GO

Nowe_

Nc?wé

Cl\eaY

Now <&

None

Non<

Nowe

NOWE.

*Description of these criteria is listed in the general comments section.

Under penalty of law I certify that these statements are true and correct pursuant to the term and condition stated in the MPDES
Multi-Sector General Permit for Stormwater Discharges Associated with Industrial Activity.

Date 5 ’} 2 L-/Z_O’Z— [

Sampler's Signature

o
7
\/




GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled. Enter general comments on the condition and appearance of each outfall in the comments
section also as indicated in the instructions.

Outfall 1 Comments: None
Outfall2A  Comments: Sh= T S
NA Comments:

NA Comments:

NA Comments:




VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name
Facility Address AIM Recycling

2244 Portland Road (Route 1) MSGP Permit Number
MERO05C134

Arundel, Maine

72 Hours Since Last
Qualifying Storm Yes XNo Qualifying Storm Event
Event

] Yes ] No

OUTFALL NUMBER 1 2A NA NA NA

OBSERVATION

th th
DATE/TIME 4" QTR 2020 4" QTR 2020

EST. TIME FROM
ONSET RUNOFF*

DISCHARGE TYPE
Rain or Snowmelt

Sample Volume(ml)

CLARITY

FLOATING SOLIDS*

SETTLED SOLIDS*

SUSPENDED SOLIDS*

FOAM

OIL SHEEN

NOTES:

*Description of these criteria is listed in the general comments section.
Under penalty of law I certify that these statements are true and correct pursuant to the term and condition stated in the MPDES
Multi-Sector General Permit for Stormwater Discharges Associated with Industrial Activity.

Sampler's Signature Date

*Estimated Based on rainfall amount and site conditions
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Standard Operating Procedure
Bureau of Water Quality
Y- Attachment B

e w Date: April 20, 2006

Revised: June 12, 2017

Doc Number: DEPLW0768

'maam‘

W"m‘kz

Visual Monitoring Form

Facility Name: \HM Lecyeling flande Sampler’s Name: /¢ . “uvi s

Facility Address: 2244 QpX\aag  (ha MSGP Permit Number:_ M €  pSC |34

—

Pandel , MZ

72 Hours Since last Qualifying Storm? @or No
(circle)

Measurable Discharge from outfall? Yes or @circle)

Outfall Number \ Z

Observation Time

Est. Time from
Onset of Discharge

Discharge Type (rain,
ﬂﬂtorhn&

Sample Volume (ml)
~olo

.

Possible Source
of Any Observed
Contamination

*Enter a description of corresponding criteria for each outfall and any corrective actions in the General
Comments section of this document.

Signature of Responsible Official: I certify under penalty of law that this document and all attachments were
prepared under my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering information, the
information submitted is, to the best of my knowledge and belief, true, accurate and compete. [ am aware that
there are significant penalties for submitting false information, including the possibility of fines and
imprisonment for knowingly violating the law.

Name: \ZQ)X/L\\B&J\ 55 Date: 0|'3C) -2

Signature: /,gc/% MW'? Date: C?JZO - 2020




S Standard Operating Procedure
Bureau of Water Quality
‘ : Attachment B
K Date: April 20, 2006
Revised: June 12, 2017
Doc Number: DEPLW0768

oRtMATMy
oot

Visual Monitoring Form

Facility Name: a Sampler’s Name: K/)H\ DauiS
Facility Address: MSGP Permit Number: Mz .5 Cl 34

A(wr\r_\‘hk :Mé
72 Hours Since last Qualifying Storm'?@or No

(circle)
Measurable Discharge from outfall? gs>or No (circle)
Outfall Number | e
Observation Time b Clow | 2O
Est. Time from
Onset of Discharge [ he
Discharge Type (rain, B e
snow melt or ice melt)
Sample Volume (ml) > (00
Color Moae
Odor {;L'-C(\/L Y
Clarity (Aead
Floating Solids* Maae.
Settled Solid* Mooe_
Suspended Solid* Moae
Foam NMope
Oil Sheen Mene
Possible Source
of Any Observed
Contamination

*Enter a description of corresponding criteria for each outfall and any corrective actions in the General
Comments section of this document.

Signature of Responsible Official: I certify under penalty of law that this document and all attachments were
prepared under my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering information, the
information submitted is, to the best of my knowledge and belief, true, accurate and compete. | am aware that
there are significant penalties for submitting false information, including the possibility of fines and
imprisonment for knowingly violating the law.

Name: %XPDX\)T\(DT\H'S Date: Z"{ ‘/3 . Wo
Signature: ////%}{m Date: L,“}:Z@’D




St Standard Operating Procedure
Bureau of Water Quality
: : Attachment B
g w* Date: April 20, 2006
Revised: June 12, 2017
Doc Number: DEPLWO0768

P MRTHE,
oy 3,0

General Comments

In the comments section, enter physical description of floating, settled, and suspended solids for each
outfall sampled. Enter general comments on the condition and appearance of each outfall in the comments
as well as any corrective actions taken as indicated in the instructions.

Outfall 1 Comments:
Outfall 2 |Comments: 9\} Z _Z 749
Outfall 3 Comments!
Outfall 4 |Comments:
Qutfall 5 Comments:
Outfall 6 Comments:




VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name
Facility Address AIM Recycling

2244 Portland Road (Route 1) MSGP Permit Number
MERO05C134

Arundel, Maine

72 Hours Since Last
Qualifying Storm Yes XNo Qualifying Storm Event
Event

] Yes ] No

OUTFALL NUMBER 1 2A NA NA NA

OBSERVATION

t t
DATE/TIME 1t QTR 2020 1t QTR 2020

EST. TIME FROM
ONSET RUNOFF*

DISCHARGE TYPE
Rain or Snowmelt

Sample Volume(ml)

CLARITY

FLOATING SOLIDS*

SETTLED SOLIDS*

SUSPENDED SOLIDS*

FOAM

OIL SHEEN

NOTES:

*Description of these criteria is listed in the general comments section.
Under penalty of law I certify that these statements are true and correct pursuant to the term and condition stated in the MPDES
Multi-Sector General Permit for Stormwater Discharges Associated with Industrial Activity.

Sampler's Signature Date

*Estimated Based on rainfall amount and site conditions
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Sy, Standard Operating Procedure
ﬂ Bureau of Water Quality
e

o
Hpy 3,08

Attachment B

Date: April 20, 2006
Revised: June 12, 2017
Doc Number: DEPLW0768

Visual Monitoring Form

Facility Name: YaY: 3 Sampler’s Name: Ko iW Dhawi s
Facility Address: 72,24Y ﬁ,p\—i@m\ QA MSGP Permit Number: Mg 05 C 134

Al‘" u(\r\ﬂ \ | ME

72 Hours Since last Qualifying Storm?r No
(circle)

Measurable Discharge from outfall? @r No (circle)

Outfall Number 2 A \

Observation Time JU 40 /4[5

Est. Time from ;

Onset of Discharge SO /(/ o4 ﬂm;‘:\g

Discharge Type (rain, (\)ﬂ

snow melt or ice melt) N

Sample Volume (ml) | > v

Color Yodlow:s by

Odor M(M\y

Clarity (eac

Floating Solids* Meae

Settled SOlid* /Uone_

Suspended Solid* Moow

Foam NVoae

Oil Sheen None

Possible Source

of Any Observed iz

Contamination

*Enter a description of corresponding criteria for each outfall and any corrective actions in the General
Comments section of this document.

Signature of Responsible Official: I certify under penalty of law that this document and all attachments were
prepared under my direction or supervision in accordance with a system designed to assure that qualified
personnel properly gathered and evaluated the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering information, the
information submitted is, to the best of my knowledge and belief, true, accurate and compete. I am aware that
there are significant penalties for submitting false information, including the possibility of fines and
imprisonment for knowingly violating the law.

Name: \zo}—\’q—\ s Date: \.2’10’!6'

Signature: W Wm Date: |2~ IOIICT




St Standard Operating Procedure
Bureau of Water Quality

b 4 Attachment B

T Date: April 20, 2006

Revised: June 12, 2017

Doc Number: DEPLWO0768

et AR Ty, i
L TET

General Comments

In the comments section, enter physical description of floating, settled, and suspended solids for each
outfall sampled. Enter general comments on the condition and appearance of each outfall in the comments
as well as any corrective actions taken as indicated in the instructions.

Outfall 1 Commentss: QW .94

2P

Outfall 2 Comments:
Outfall 3 Comments:
Outfall 4 Comments:
Outfall 5 |Comments:

Qutfall 6 Comments:




Serial_N0:12161921:42

\

ALPHA

AN ANESNAT | C A L

ANALYTICAL REPORT

Lab Number: L1959045

Client: CES, Inc.
465 South Main Street
Brewer, ME 04412

ATTN: Chris Bagley
Phone: (207) 989-4824
Project Name: AIM-ARUNDEL
Project Number: 10778.013
Report Date: 12/16/19

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com

DprA
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Serial_N0:12161921:42

Project Name: AIM-ARUNDEL Lab Number: 11959045
Project Number:  10778.013 Report Date: 12/16/19
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L1959045-01 OUTFALL 2A WATER ARUNDEL, ME 12/09/19 14:10 12/10/19
Page 2 of 16 £\



Serial_N0:12161921:42

Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number:  10778.013 Report Date: 12/16/19

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

Authorized Signature: MWW Michelle M. Morrs

Title: Technical Director/Representative Date: 12/16/19

ALrk
Page 3 of 16 L o)



Serial_N0:12161921:42
QC OUTLIER SUMMARY REPORT
Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19

Recovery/RPD QC Limits Associated Data Quality
Method Client ID (Native ID) Lab ID Parameter QC Type (%) (%) Samples  Assessment

There are no QC Ouitliers associated with this report.

Page 4 of 16 ALPHA



Serial_N0:12161921:42

INORGANICS
&
MISCELLANEOUS

Page 5 of 16



Project Name:

Project Number:

AIM-ARUNDEL
10778.013

Serial_N0:12161921:42

Lab Number:
Report Date:

L1959045
12/16/19

SAMPLE RESULTS

Lab ID: L1959045-01 Date Collected:  12/09/19 14:10

Client ID: OUTFALL 2A Date Received:  12/10/19

Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water

Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor ~ Prepared Analyzed Method Analyst

General Chemistry - Westborough Lab
Solids, Total Suspended ND mg/l 5.0 NA 1 12/11/19 10:22 121,2540D EM
TPH, SGT-HEM ND mg/| 4.00 - 1 12/12/19 16:30 12/12/19 21:00 74,1664A ML

Page 6 of 16

pH 6.9
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Serial_N0:12161921:42

Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19

Method Blank Analysis
Batch Quality Control

Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1319281-1
Solids, Total Suspended ND mg/l 5.0 NA 1 - 12/11/19 10:22 121,2540D EM

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1320126-1
TPH, SGT-HEM ND mg/l 4.00 -- 1 12/12/19 16:30 12/12/19 21:00 74,1664A ML

AAAAAAAAAA
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Serial_N0:12161921:42

Lab Control Sample Analysis
Batch Quality Control

Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number:  10778.013 Report Date: 12/16/19
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1320126-2

TPH 83 - 64-132 - 34

Page 8 of 16
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Serial_N0:12161921:42

Matrix Spike Analysis
Batch Quality Control

Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19
Native MS MS MS MSD MSD Recovery RPD
Parameter Sample  Added Found 9%Recovery Qual Found  oRecovery Qual Limits RPD Qual Limits

General Chemistry - Westborough Lab Associated sample(s): 01 QC Batch ID: WG1320126-4 QC Sample: L1959045-01 Client ID: OUTFALL 2A

TPH ND 20 16.9 84 - - 64-132 - 34

Page 9 of 16 ALPHA
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Project Name: AIM-ARUNDEL
Project Number: 10778.013

Were project specific reporting limits specified?

Cooler Information
Cooler Custody Seal

A Absent

Container Information
Container ID Container Type

L1959045-01A Plastic 950ml unpreserved
L1959045-01B Amber 1000ml HCI preserved
L1959045-01C Amber 1000ml HCI preserved

Page 10 of 16

Sample Receipt and Container Information

YES
Initial
Cooler pH
6
NA
NA

Final
pH

6

Temp

deg C Pres
3.9 Y
3.9 Y
3.9 Y

Frozen
Seal Date/Time
Absent
Absent
Absent

*Values in parentheses indicate holding time in days

Serial_N0:12161921:42
Lab Number: 1959045
Report Date: 12/16/19

Analysis(*)

TSS-2540(7)
TPH-1664(28)

TPH-1664(28)

AAAAAAAAAA



Serial_N0:12161921:42

Project Name: AIM-ARUNDEL Lab Number: L1959045

Project Number: 10778.013 Report Date: 12/16/19
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; athough the RPD value will be provided in the report.

SRM - Standard Reference Materiad: A reference sample of aknown or certified value that is of the same or similar matrix asthe
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Footnotes

Report Format:  Data Usability Report

ALPLHA

AT e AL
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Serial_N0:12161921:42

Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19
1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.
Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container |nformation section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in 'bold'.
Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PAH Total: With respect to Alkylated PAH analyses, the 'PAHSs, Total' result is defined as the summation of results for al or a subset of the
following compounds: Naphthal ene, C1-C4 Naphthal enes, 2-Methylnaphthalene, 1-Methylnaphthalene, Biphenyl, Acenaphthylene,
Acenaphthene, Fluorene, C1-C3 Fluorenes, Phenanthrene, C1-C4 Phenanthrenes/Anthracenes, Anthracene, Fluoranthene, Pyrene, C1-C4
Fluoranthenes/Pyrenes, Benz(a)anthracene, Chrysene, C1-C4 Chrysenes, Benzo(b)fluoranthene, Benzo(j)+(k)fluoranthene, Benzo(e)pyrene,
Benzo(a)pyrene, Perylene, Indeno(1,2,3-cd)pyrene, Dibenz(ah)+(ac)anthracene, Benzo(g,h,i)perylene. If a'Tota' result is requested, the
results of itsindividual components will also be reported.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Total (5)' result is defined as the summation of results for: PFHpA, PFHxS, PFOA,
PFNA and PFOS. If a'Total' result is requested, the results of its individual components will also be reported.

Total: With respect to Organic analyses, a ‘Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total'
result is requested, the results of its individual components will also be reported. Thisis applicable to 'Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensates' are byproducts of the extraction/concentration procedures when acetone is introduced in
the process.
B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that

have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only applies to associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthalates, Acetone, Methylene Chloride, 2-Butanone).

C . Coa-‘lel ution: The target analyte co-elutes with a known lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D - Conzentrati on of analyte was quantified from diluted analysis. Flag only appliesto field samples that have detectable concentrations
of the analyte.

E - Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

G - The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively |dentified Compounds (TI1Cs), where
the identification is based on a mass spectral library search.

P - The RPD between the results for the two columns exceeds the method-specified criteria

- The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration
Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metalsonly.)

R - Analytical results are from sample re-analysis.

Report Format:  Data Usability Report

ALPLHA
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Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19

Data Qualifiers

RE - Analytical results are from sample re-extraction.
S - Analytical results are from modified screening analysis.

Report Format:  Data Usability Report

JALPHA
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Project Name: AIM-ARUNDEL Lab Number: L1959045
Project Number: 10778.013 Report Date: 12/16/19
REFERENCES
74 Method 1664,Revision A: N-Hexane Extractable Material (HEM; Oil & Grease) and

Silica Gel Treated N-Hexane Extractable Material (SGT-HEM; Non-polar Material) by
Extraction and Gravimetry, EPA-821-R-98-002, February 1999.

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

/ALPHA,

Page 14 of 16
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 15
Department: Quality Assurance Published Date: 8/15/2019 9:53:42 AM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene

EPA 8260C: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), 1,2,4,5-Tetramethylbenzene; 4-
Ethyltoluene.

EPA 8270D: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.

SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B, SM4500NO2-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan I,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Qil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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CHAIN OF CUSTODY

B

Westbarough, MA Mansfiold, MA
TEL: 508-808-5220 TEL: 50B-B22-3300
FAX: BOR-BO6-0183 FAX: G08-A22.3788

Client: CES, Ine.

Project Name: AlM-Arundel
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VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name
Facility Address AIM Recycling

2244 Portland Road (Route 1) MSGP Permit Number

Arundel, Maine

72 Hours Since Last
Qualifying Storm Yes XNo Qualifying Storm Event
Event

] Yes ] No

OUTFALL NUMBER 1 2A NA NA NA

OBSERVATION 3 Quarter 3 Quarter
DATE/TIME 2019 2019

EST. TIME FROM
ONSET RUNOFF

DISCHARGE TYPE
Rain or Snowmelt

Sample Volume(ml)

CLARITY

FLOATING SOLIDS*

SETTLED SOLIDS*

SUSPENDED SOLIDS*

FOAM

OIL SHEEN

NOTES:

*Description of these criteria is listed in the general comments section.
Under penalty of law I certify that these statements are true and correct pursuant to the term and condition stated in the MPDES
Multi-Sector General Permit for Stormwater Discharges Associated with Industrial Activity.

Sampler's Signature Date




VISUAL OBSERVATION REPORT
QUARTERLY VISUAL EXAMINATION OF STORMWATER QUALITY

Sampler's Name

Facility Address AIM Recycling Eric Thompson, CES, Inc.
2244 Portland Road (Route 1) MSGP Permit Number
MER05C134

Arundel, Maine

72 Hours Since Last

Qualifying Storm XYes [INo Qualifying Storm Event
Event

Yes 1 No

OUTFALL NUMBER 1 2A NA NA NA
OBSERVATION 6/11/2019
DATE/TIME 6/11/2019 8:30
EST. TIME FROM <2 hrs
ONSET RUNOFF*
DISCHARGE TYPE .
Rain or Snowmelt Rain
Sample Volume(ml) 1000

None
ODOR None
CLARITY Clear
FLOATING SOLIDS* None
SETTLED SOLIDS* 0.5mL
SUSPENDED SOLIDS* Slight
FOAM None
OIlL SHEEN None
NOTES:

No Discharge | Moderate Flow

*Description of these criteria is listed in the general comments section.
Under penalty of law | certify that these statements are true and correct pursuant to the term and condition stated in the MPDES
Multi-Sector General Permit for Stormwater Discharges Associated with Industrial Activity.

Sampler’s Signatureed ﬂ7< For Eric Thompson Date  June 11, 2019
i

*Estimated Based on rainfall amount and site conditions



GENERAL COMMENTS

In the comments section, enter physical description of floating, settled, and suspended solids for each

outfall sampled. Enter general comments on the condition and appearance of each outfall in the comments
section also as indicated in the instructions.

Outfall 1 Comments: No Discharge, water level approximately 12” below overflow

Outfall 2A Comments: Suspended Solids — Organic
Settled Solids - Organic

NA Comments:

NA Comments:

NA Comments:
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ANALYTICAL REPORT

Lab Number: L1925187
Client: CES, Inc.
549 Main Street
PO Box 827
Presque Isle, ME 04769
ATTN: David Hopkins
Phone: (207) 764-8412
Project Name: AIM-ARUNDEL
Project Number: 10778.013
Report Date: 06/23/19

The original project report/data package is held by Alpha Analytical. This report/data package is paginated and should be reproduced only in its
entirety. Alpha Analytical holds no responsibility for results and/or data that are not consistent with the original.

Certifications & Approvals: MA (M-MA086), NH NELAP (2064), CT (PH-0574), IL (200077), ME (MA0O0086), MD (348), NJ (MA935), NY (11148),
NC (25700/666), PA (68-03671), Rl (LAO000B5), TX (T104704476), VT (VT-0935), VA (460195), USDA (Permit #P330-17-00196).

Eight Walkup Drive, Westborough, MA 01581-1019
508-898-9220 (Fax) 508-898-9193 800-624-9220 - www.alphalab.com

DprA
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Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number:  10778.013 Report Date: 06/23/19
Alpha Sample Collection
Sample ID Client ID Matrix Location Date/Time Receive Date
L1925187-01 OUTFALL 2A WATER ARUNDEL, ME 06/11/19 08:30 06/12/19
Page 2 of 14 ALPKA
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Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number:  10778.013 Report Date: 06/23/19

Case Narrative

The samples were received in accordance with the Chain of Custody and no significant deviations were encountered during the preparation
or analysis unless otherwise noted. Sample Receipt, Container Information, and the Chain of Custody are located at the back of the report.

Results contained within this report relate only to the samples submitted under this Alpha Lab Number and meet NELAP requirements for all
NELAP accredited parameters unless otherwise noted in the following narrative. The data presented in this report is organized by parameter
(i.e. VOC, SVOC, etc.). Sample specific Quality Control data (i.e. Surrogate Spike Recovery) is reported at the end of the target analyte list
for each individual sample, followed by the Laboratory Batch Quality Control at the end of each parameter. Tentatively Identified
Compounds (TICs), if requested, are reported for compounds identified to be present and are not part of the method/program Target
Compound List, even if only a subset of the TCL are being reported. If a sample was re-analyzed or re-extracted due to a required quality
control corrective action and if both sets of data are reported, the Laboratory ID of the re-analysis or re-extraction is designated with an "R"

or "RE", respectively.

When multiple Batch Quality Control elements are reported (e.g. more than one LCS), the associated samples for each element are noted in
the grey shaded header line of each data table. Any Laboratory Batch, Sample Specific % recovery or RPD value that is outside the listed
Acceptance Criteria is bolded in the report. In reference to questions H (CAM) or 4 (RCP) when "NO" is checked, the performance criteria
for CAM and RCP methods allow for some quality control failures to occur and still be within method compliance. In these instances, the
specific failure is not narrated but noted in the associated QC Outlier Summary Report, located directly after the Case Narrative. QC
information is also incorporated in the Data Usability Assessment table (Format 11) of our Data Merger tool, where it can be reviewed in

conjunction with the sample result, associated regulatory criteria and any associated data usability implications.

Soil/sediments, solids and tissues are reported on a dry weight basis unless otherwise noted. Definitions of all data qualifiers and acronyms

used in this report are provided in the Glossary located at the back of the report.

HOLD POLICY - For samples submitted on hold, Alpha's policy is to hold samples (with the exception of Air canisters) free of charge for 21
calendar days from the date the project is completed. After 21 calendar days, we will dispose of all samples submitted including those put
on hold unless you have contacted your Alpha Project Manager and made arrangements for Alpha to continue to hold the samples. Air

canisters will be disposed after 3 business days from the date the project is completed.

Please contact Project Management at 800-624-9220 with any questions.

I, the undersigned, attest under the pains and penalties of perjury that, to the best of my knowledge and
belief and based upon my personal inquiry of those responsible for providing the information contained
in this analytical report, such information is accurate and complete. This certificate of analysis is not
complete unless this page accompanies any and all pages of this report.

WMQ;@ Kelly Stenstrom

Title: Technical Director/Representative Date: 06/23/19

Authorized Signature:

ALrk
Page 3 of 14 L o)
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Project Name:  AIM-ARUNDEL Lab Number: 11925187
Project Number: 10778.013 Report Date: 06/23/19

SAMPLE RESULTS

Lab ID: L1925187-01 Date Collected: ~ 06/11/19 08:30
Client ID: OUTFALL 2A Date Received:  06/12/19
Sample Location: ARUNDEL, ME Field Prep: Not Specified

Sample Depth:

Matrix: Water
Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor ~ Prepared Analyzed Method Analyst
General Chemistry - Westborough Lab
Solids, Total Suspended 6.3 mg/l 5.0 NA 1 - 06/14/19 13:15 121,2540D DR
TPH, SGT-HEM ND mg/l 4.00 -- 1 06/17/19 16:30 06/17/19 21:30 74,1664A ML
JRHA

Page 5 of 14
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Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number: 10778.013 Report Date: 06/23/19

Method Blank Analysis
Batch Quality Control

Dilution Date Date Analytical
Parameter Result Qualifier Units RL MDL Factor Prepared Analyzed Method  Analyst

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1248474-1
Solids, Total Suspended ND mg/l 5.0 NA 1 - 06/14/19 13:15 121,2540D DR

General Chemistry - Westborough Lab for sample(s): 01 Batch: WG1249549-1
TPH, SGT-HEM ND mg/l 4.00 -- 1 06/17/19 16:30 06/17/19 21:30 74,1664A ML

AAAAAAAAAA
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Lab Control Sample Analysis
Batch Quality Control

Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number:  10778.013 Report Date: 06/23/19
LCS LCSD %Recovery
Parameter %Recovery  Qual %Recovery Qual Limits RPD Qual RPD Limits

General Chemistry - Westborough Lab Associated sample(s): 01 Batch: WG1249549-2

TPH 90 - 64-132 - 34

Page 7 of 14
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Matrix Spike Analysis
Batch Quality Control

Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number: 10778.013 Report Date: 06/23/19
Native MS MS MS MSD MSD Recovery RPD
Parameter Sample  Added Found 9%Recovery Qual Found  oRecovery Qual Limits RPD Qual Limits

General Chemistry - Westborough Lab Associated sample(s): 01 QC Batch ID: WG1249549-4 QC Sample: L1925187-01 Client ID: OUTFALL 2A

TPH ND 20 17.0 85 - - 64-132 - 34

Page 8 of 14 ALPHA

AA L YT



Project Name: AIM-ARUNDEL
Project Number: 10778.013

Were project specific reporting limits specified?

Cooler Information
Cooler Custody Seal

A Absent

Container Information
Container ID Container Type

L1925187-01A Plastic 950ml unpreserved

L1925187-01B Amber 1000ml HCI preserved

L1925187-01C Amber 1000ml HCI preserved
Page 9 of 14

Sample Receipt and Container Information

YES
Initial
Cooler pH
7
NA
NA

Final
pH

7

Temp

deg C Pres
5.2 Y
5.2 Y
5.2 Y

Frozen
Seal Date/Time
Absent
Absent
Absent

*Values in parentheses indicate holding time in days

Serial_N0:06231914:25
Lab Number: 11925187
Report Date: 06/23/19

Analysis(*)

TSS-2540(7)
TPH-1664(28)

TPH-1664(28)

AAAAAAAAAA
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Project Name: AIM-ARUNDEL Lab Number: L1925187

Project Number: 10778.013 Report Date: 06/23/19
GLOSSARY

Acronyms

DL - Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated values, when

those target analyte concentrations are quantified below the limit of quantitation (LOQ). The DL includes any adjustments
from dilutions, concentrations or moisture content, where applicable. (DoD report formats only.)

EDL - Estimated Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The EDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable. The use of EDLs is specific to the analysis
of PAHs using Solid-Phase Microextraction (SPME).

EMPC - Estimated Maximum Possible Concentration: The concentration that results from the signal present at the retention time of an
analyte when the ions meet all of the identification criteria except the ion abundance ratio criteria. An EMPC is aworst-case
estimate of the concentration.

EPA - Environmental Protection Agency.

LCS - Laboratory Control Sample: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LCSD - Laboratory Control Sample Duplicate: Refer to LCS.

LFB - Laboratory Fortified Blank: A sample matrix, free from the analytes of interest, spiked with verified known amounts of
analytes or amaterial containing known and verified amounts of analytes.

LOD - Limit of Detection: This value represents the level to which atarget analyte can reliably be detected for a specific analytein a

specific matrix by a specific method. The LOD includes any adjustments from dilutions, concentrations or moisture content,
where applicable. (DoD report formats only.)

LOQ - Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

Limit of Quantitation: The value at which an instrument can accurately measure an analyte at a specific concentration. The
LOQ includes any adjustments from dilutions, concentrations or moisture content, where applicable. (DoD report formats
only.)

MDL - Method Detection Limit: This value represents the level to which target analyte concentrations are reported as estimated
values, when those target analyte concentrations are quantified below the reporting limit (RL). The MDL includes any
adjustments from dilutions, concentrations or moisture content, where applicable.

MS - Matrix Spike Sample: A sample prepared by adding a known mass of target analyte to a specified amount of matrix sample for
which an independent estimate of target analyte concentration is available. For Method 332.0, the spike recovery is calculated
using the native concentration, including estimated values.

MSD - Matrix Spike Sample Duplicate: Refer to MS.
NA - Not Applicable.
NC - Not Calculated: Termis utilized when one or more of the results utilized in the calculation are non-detect at the parameter's

reporting unit.
NDPA/DPA - N-Nitrosodiphenylamine/Diphenylamine.

NI - Not Ignitable.

NP - Non-Plastic: Term is utilized for the analysis of Atterberg Limitsin soil.

RL - Reporting Limit: The value at which an instrument can accurately measure an analyte at a specific concentration. The RL
includes any adjustments from dilutions, concentrations or moisture content, where applicable.

RPD - Relative Percent Difference: The results from matrix and/or matrix spike duplicates are primarily designed to assess the

precision of analytical resultsin agiven matrix and are expressed as relative percent difference (RPD). Valueswhich areless
than five times the reporting limit for any individual parameter are evaluated by utilizing the absol ute difference between the
values; athough the RPD value will be provided in the report.

SRM - Standard Reference Materiad: A reference sample of aknown or certified value that is of the same or similar matrix asthe
associated field samples.

STLP - Semi-dynamic Tank Leaching Procedure per EPA Method 1315.

TEF - Toxic Equivalency Factors: The values assigned to each dioxin and furan to evaluate their toxicity relative to 2,3,7,8-TCDD.

TEQ - Toxic Equivalent: The measure of a sample's toxicity derived by multiplying each dioxin and furan by its corresponding TEF
and then summing the resulting values.

TIC - Tentatively Identified Compound: A compound that has been identified to be present and is not part of the target compound

list (TCL) for the method and/or program. All TICs are qualitatively identified and reported as estimated concentrations.

Footnotes

Report Format:  Data Usability Report
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Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number: 10778.013 Report Date: 06/23/19
1 - The reference for this analyte should be considered modified since this analyte is absent from the target analyte list of the

original method.
Terms

Analytical Method: Both the document from which the method originates and the analytical reference method. (Example: EPA 8260B is
shown as 1,8260B.) The codes for the reference method documents are provided in the References section of the Addendum.

Difference: With respect to Total Oxidizable Precursor (TOP) Assay analysis, the difference is defined as the Post-Treatment value minus the
Pre-Treatment value.

Final pH: Asit pertains to Sample Receipt & Container |nformation section of the report, Final pH reflects pH of container determined after
adjustment at the laboratory, if applicable. If no adjustment required, value reflects Initial pH.

Frozen Date/Time: With respect to Volatile Organicsin soil, Frozen Date/Time reflects the date/time at which associated Reagent Water-
preserved vials were initialy frozen. Note: If frozen date/time is beyond 48 hours from sample collection, value will be reflected in 'bold'.
Initial pH: Asit pertains to Sample Receipt & Container Information section of the report, Initial pH reflects pH of container determined upon
receipt, if applicable.

PFAS Total: With respect to PFAS analyses, the 'PFAS, Tota (5)' result is defined as the summation of results for: PFHpA, PFHXS, PFOA,
PFNA and PFOS. If a'Total' result is requested, the results of itsindividual components will also be reported.

Total: With respect to Organic analyses, a ‘Total' result is defined as the summation of results for individual isomers or Aroclors. If a'Total'
result is requested, the results of itsindividual components will also be reported. Thisis applicable to 'Total' results for methods 8260, 8081
and 8082.

Data Qualifiers

A - Spectraidentified as "Aldol Condensation Product”.

B - The analyte was detected above the reporting limit in the associated method blank. Flag only applies to associated field samples that
have detectable concentrations of the analyte at less than ten times (10x) the concentration found in the blank. For MCP-related
projects, flag only applies to associated field samples that have detectable concentrations of the analyte at less than ten times (10x)
the concentration found in the blank. For DOD-related projects, flag only applies to associated field samples that have detectable
concentrations of the analyte at less than ten times (10x) the concentration found in the blank AND the analyte was detected above
one-half the reporting limit (or above the reporting limit for common lab contaminants) in the associated method blank. For NJ-
Air-related projects, flag only applies to associated field samples that have detectable concentrations of the analyte above the
reporting limit. For NJ-related projects (excluding Air), flag only applies to associated field samples that have detectable
concentrations of the analyte, which was detected above the reporting limit in the associated method blank or above five times the
reporting limit for common lab contaminants (Phthal ates, Acetone, Methylene Chloride, 2-Butanone).

C - Co-elution: The target analyte co-elutes with aknown lab standard (i.e. surrogate, internal standards, etc.) for co-extracted
analyses.

D - Concentration of analyte was quantified from diluted analysis. Flag only applies to field samples that have detectable concentrations
of the analyte.

E - Concentration of analyte exceeds the range of the calibration curve and/or linear range of the instrument.

- The concentration may be biased high due to matrix interferences (i.e, co-elution) with non-target compound(s). The result should
be considered estimated.

H - The analysis of pH was performed beyond the regulatory-required holding time of 15 minutes from the time of sample collection.

| - The lower value for the two columns has been reported due to obvious interference.

J - Estimated value. This represents an estimated concentration for Tentatively Identified Compounds (TICs).

M - Reporting Limit (RL) exceeds the MCP CAM Reporting Limit for this analyte.

ND - Not detected at the reporting limit (RL) for the sample.

NJ - Presumptive evidence of compound. This represents an estimated concentration for Tentatively Identified Compounds (TICs), where
the identification is based on a mass spectral library search.

P - The RPD between the results for the two columns exceeds the method-specified criteria.

- The quality control sample exceeds the associated acceptance criteria. For DOD-related projects, LCS and/or Continuing Calibration
Standard exceedences are also qualified on all associated sample results. Note: Thisflag is not applicable for matrix spike recoveries
when the sample concentration is greater than 4x the spike added or for batch duplicate RPD when the sample concentrations are less
than 5x the RL. (Metalsonly.)

R - Analytical results are from sample re-analysis.
RE - Analytical results are from sample re-extraction.
S - Analytical results are from modified screening analysis.

Report Format:  Data Usability Report
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Project Name: AIM-ARUNDEL Lab Number: L1925187
Project Number: 10778.013 Report Date: 06/23/19
REFERENCES
74 Method 1664,Revision A: N-Hexane Extractable Material (HEM; Oil & Grease) and

Silica Gel Treated N-Hexane Extractable Material (SGT-HEM; Non-polar Material) by
Extraction and Gravimetry, EPA-821-R-98-002, February 1999.

121 Standard Methods for the Examination of Water and Wastewater. APHA-AWWA-WEF.
Standard Methods Online.

LIMITATION OF LIABILITIES

Alpha Analytical performs services with reasonable care and diligence normal to the analytical testing
laboratory industry. In the event of an error, the sole and exclusive responsibility of Alpha Analytical
shall be to re-perform the work at it's own expense. In no event shall Alpha Analytical be held liable
for any incidental, consequential or special damages, including but not limited to, damages in any way
connected with the use of, interpretation of, information or analysis provided by Alpha Analytical.

We strongly urge our clients to comply with EPA protocol regarding sample volume, preservation, cooling,
containers, sampling procedures, holding time and splitting of samples in the field.

/ALPHA,

Page 12 of 14
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 12
Department: Quality Assurance Published Date: 10/9/2018 4:58:19 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624/624.1: m/p-xylene, o-xylene

EPA 8260C: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), Methyl methacrylate, 1,2,4,5-
Tetramethylbenzene; 4-Ethyltoluene.

EPA 8270D: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.

EPA 6860: SCM: Perchlorate

SM4500: NPW: Amenable Cyanide; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, SM4500P-E, SM4500P-B, E, SM4500S04-E,
SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D, EPA 300: Chloride, Sulfate, Nitrate.
EPA 624.1: Volatile Halocarbons & Aromatics,

EPA 608.3: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan I, Endosulfan I,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625.1: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Qil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, EPA 1600, EPA 1603.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Cd, Cr, Cu, Fe, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Fe, Pb, Mn, Ni, K, Se, Ag, Na, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113

Page 13 of 14



Serial_N0:06231914:25

AT S .

ALPHA
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Wesiborough, MA
TEL: 508-898-8220
FAx: 506-858-5183

Client; CES, Inc.
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TEL: 508-872-8300
FAx: S08.-822-3208

PAGE 1 OF 1
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Alpha Analytical, Inc. ID No.:17873
Facility: Company-wide Revision 11
Department: Quality Assurance Published Date: 1/8/2018 4:15:49 PM
Title: Certificate/Approval Program Summary Page 1 of 1

Certification Information

The following analytes are not included in our Primary NELAP Scope of Accreditation:

Westborough Facility

EPA 624: m/p-xylene, o-xylene

EPA 8260C: NPW: 1,2,4,5-Tetramethylbenzene; 4-Ethyltoluene, Azobenzene; SCM: lodomethane (methyl iodide), Methyl methacrylate, 1,2,4,5-
Tetramethylbenzene; 4-Ethyltoluene.

EPA 8270D: NPW: Dimethylnaphthalene,1,4-Diphenylhydrazine; SCM: Dimethylnaphthalene,1,4-Diphenylhydrazine.

EPA 300: DW: Bromide

EPA 6860: SCM: Perchlorate

EPA 9010: NPW and SCM: Amenable Cyanide Distillation

SM4500: NPW: Amenable Cyanide, Dissolved Oxygen; SCM: Total Phosphorus, TKN, NO2, NO3.

Mansfield Facility

SM 2540D: TSS

EPA 8082A: NPW: PCB: 1, 5, 31, 87,101, 110, 141, 151, 153, 180, 183, 187.

EPA TO-15: Halothane, 2,4,4-Trimethyl-2-pentene, 2,4,4-Trimethyl-1-pentene, Thiophene, 2-Methylthiophene,

3-Methylthiophene, 2-Ethylthiophene, 1,2,3-Trimethylbenzene, Indan, Indene, 1,2,4,5-Tetramethylbenzene, Benzothiophene, 1-Methylnaphthalene.
Biological Tissue Matrix: EPA 3050B

The following analytes are included in our Massachusetts DEP Scope of Accreditation
Westborough Facility:

Drinking Water

EPA 300.0: Chloride, Nitrate-N, Fluoride, Sulfate; EPA 353.2: Nitrate-N, Nitrite-N; SM4500NO3-F: Nitrate-N, Nitrite-N; SM4500F-C, SM4500CN-CE,
EPA 180.1, SM2130B, SM4500CI-D, SM2320B, SM2540C, SM4500H-B

EPA 332: Perchlorate; EPA 524.2: THMs and VOCs; EPA 504.1: EDB, DBCP.

Microbiology: SM9215B; SM9223-P/A, SM9223B-Colilert-QT,SM9222D.

Non-Potable Water

SM4500H,B, EPA 120.1, SM2510B, SM2540C, SM2320B, SM4500CL-E, SM4500F-BC, SM4500NH3-BH: Ammonia-N and Kjeldahl-N, EPA 350.1:
Ammonia-N, LACHAT 10-107-06-1-B: Ammonia-N, EPA 351.1, SM4500NO3-F, EPA 353.2: Nitrate-N, EPA 351.1, SM4500P-E, SM4500P-B, E,
SM4500S04-E, SM5220D, EPA 410.4, SM5210B, SM5310C, SM4500CL-D, EPA 1664, EPA 420.1, SM4500-CN-CE, SM2540D.

EPA 624: Volatile Halocarbons & Aromatics,

EPA 608: Chlordane, Toxaphene, Aldrin, alpha-BHC, beta-BHC, gamma-BHC, delta-BHC, Dieldrin, DDD, DDE, DDT, Endosulfan |, Endosulfan I,
Endosulfan sulfate, Endrin, Endrin Aldehyde, Heptachlor, Heptachlor Epoxide, PCBs

EPA 625: SVOC (Acid/Base/Neutral Extractables), EPA 600/4-81-045: PCB-Oil.

Microbiology: SM9223B-Colilert-QT; Enterolert-QT, SM9221E, SM9222D.

Mansfield Facility:

Drinking Water
EPA 200.7: Al, Ba, Be, Cd, Cr, Cu, Mn, Ni, Na, Ag, Ca, Zn. EPA 200.8: Al, Sb, As, Ba, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn. EPA 245.1 Hg.
EPA 522.

Non-Potable Water

EPA 200.7: Al, Sb, As, Be, Cd, Ca, Cr, Co, Cu, Fe, Pb, Mg, Mn, Mo, Ni, K, Se, Ag, Na, Sr, TL, Ti, V, Zn.
EPA 200.8: Al, Sb, As, Be, Cd, Cr, Cu, Pb, Mn, Ni, Se, Ag, TL, Zn.

EPA 245.1 Hg.

SM2340B

For a complete listing of analytes and methods, please contact your Alpha Project Manager.

Document Type: Form Pre-Qualtrax Document ID: 08-113
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