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SUPPORT FENCE
(IF REQUIRED)
WOOD, METAL, OR B GEOTEXTILE
STARE. T COST OR}_\ AAOTEXTILE ANCHORAGE POLES
TRENCH. BACKFILL WITH

COMPACTED NATURAL SOIL
DIRECTION OF RUNOFF]
I

I=l=l=| He M=)
18” (MIN) e T T !

T

SECTION B

SECTION A

TOP_VIEW
(CONNECTION)

TOE — IN METHOD

COUPLER

NOTES

1. DEPENDING UPON THE CONFIGURATION, ATTACH
GEOTEXTILE TO WIRE MESH WITH HOG RINGS, TO
STEEL POSTS WITH TIE WIRES, AND TO WOOD
POSTS WITH STAPLES.

2. POSTS MAY BE WIRED TOGETHER WHEN JOINING
SECTIONS.

JOINING SECTIONS

THE COUPLER CAN BE ANY ACCEPTABLE
DEVICE USED TO TIE THE POLES TOGETHER

TEMPORARY SILT FENCE — NTS

EROSION & SEDIMENTATION CONTROL NOTES

1. SILTATION FENCE OR HAY BALE BARRIERS WILL BE INSTALLED DOWNSLOPE OF ALL STRIPPING OR
CONSTRUCTION OPERATIONS. A DOUBLE SILT FENCE BARRIER SHALL BE INSTALLED DOWNSLOPE OF ANY
SOIL MATERIAL STOCKPILES. SILT FENCES SHALL BE INSPECTED AFTER EACH RAIN EVENT AND DAILY
DURING PROLONGED RAIN. SILT AND SOIL PARTICLES ACCUMULATING BEHIND THE FENCE SHALL BE
REMOVED AFTER EACH SIGNIFICANT RAIN EVENT AND IN NO INSTANCE SHOULD ACCUMULATION EXCEED 1/2
THE HEIGHT OF THE FENCE. TORN OR DAMAGED AREAS SHALL BE REPAIRED.

2. TEMPORARY AND PERMANENT VEGETATION AND MULCHING IS AN INTEGRAL COMPONENT OF THE EROSION
AND SEDIMENTATION CONTROL PLAN. ALL AREAS SHALL BE INSPECTED AND MAINTAINED UNTIL THE
DESIRED VEGETATIVE COVER IS ESTABLISHED. THESE CONTROL MEASURES ARE ESSENTIAL TO EROSION
PREVENTION AND ALSO REDUCE COSTLY REWORK OF GRADED AND SHAPED AREAS.

S. SEEDING, FERTILIZER AND LIME RATES AND TIME OF APPLICATION WILL BE DEPENDENT ON SOIL
REQUIREMENTS. TEMPORARY VEGETATION SHALL BE MAINTAINED IN THESE AREAS UNTIL PERMANENT
SEEDING IS APPLIED. ADDITIONALLY, EROSION AND SEDIMENTATION MEASURES SHALL BE MAINTAINED UNTIL
PERMANENT VEGETATION IS ESTABLISHED.

4. ALL LAWN AREA, OUTER POND SIDE SLOPES AND SWALES SHALL BE PERMANENTLY SEEDED WITH THE
FOLLOWING MIXTURE: 20 LB/ACRE CREEPING RED FESCUE, 2 LB/ACRE REDTOP AND 20 LB/ACRE TALL
FESCUE FOR A TOTAL OF 42 LB/ACRE. FERTILIZER AND LIME RATES SHALL BE DEPENDENT ON SOIL
TESTING. IN THE ABSENCE OF SOIL TESTS, FERTILIZE WITH 10—20—-20 (N—P205—-K201) AT 800 LB/ACRE

AND LIME AT 3 TONS/ACRE. MULCH WITH HAY AT 70-90 LB/1000 S.F. 4" OF LOAM SHALL BE APPLIED
PRIOR TO SEEDING.

5. TEMPORARY VEGETATION OF ALL DISTURBED AREAS, MATERIAL STOCKPILES AND OTHER SUCH AREAS
SHALL BE ESTABLISHED BY SEEDING WITH EITHER WINTER RYE AT A RATE OF 112 LB/ACRE OR ANNUAL
RYEGRASS AT A RATE OF 40 LB/ACRE. WINTER RYE SHALL BE USED FOR FALL SEEDING AND ANNUAL

RYEGRASS FOR SHORT DURATION SEEDING. SEEDING SHALL BE ACCOMPLISHED BEFORE OCTOBER 1.

6. TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE ACCOMPLISHED BEFORE OCTOBER 1. PERMANENT
SEEDING SHALL BE ACCOMPLISHED BEFORE SEPTEMBER 15.

7. ALL SEEDED AREAS SHALL BE MULCHED WITH HAY AT A RATE OF 2 BALES (70-90 LB) PER 1000 S.F.
OF SEEDED AREA.

8. ALL DISTURBED AREAS ON THE SITE SHALL BE PERMANENTLY STABILIZED WITHIN 7 DAYS OF FINAL
GRADING OR TEMPORARILY STABILIZED WITHIN 30 DAYS OF INITIAL DISTURBANCE.

DRIVEWAY CONSTRUCTION NOTES

1. DRIVEWAYS TO BE CONSTRUCTED IN ACCORDANCE WITH THE APPROPRIATE CROSS SECTION DETAIL.
GRAVEL FILL TO BE COMPACTED TO 95% MODIFIED PROCTOR IN ACCORDANCE WITH ASTM D 1557. LIFT
THICKNESSES TO BE A MAXIMUM OF 6”.

2. ALL STUMPS, ORGANIC MATERIAL, ROCKS AND BOULDERS TO BE REMOVED TO A MINIMUM DEPTH OF 24”
BELOW SUBBASE.

3. ALL STUMPS, LEDGE AND LARGE BOULDERS TO BE REMOVED FROM THE CONSTRUCTION AREA. THE
CONSTRUCTION AREA SHALL BE CLEARED AND ROUGH GRADED.

4, ALL CULVERTS TO BE ADS N—12 (HDPE) OR APPROVED EQUAL. CULVERT INLETS AND OUTLETS TO BE
PROTECTED IN ACCORDANCE WITH THE CULVERT INLET/OUTLET PROTECTION DETAIL.

5. THE CONTRACTOR MUST CONTACT DIG SAFE AND ALL LOCAL UTILITIES PRIOR TO THE START OF
CONSTRUCTION TO VERIFY THE LOCATION OF EXISTING SUBSURFACE UTILITIES AND CONDITIONS. LOCATING
AND PROTECTING ANY UNDERGROUND OR ABOVE GROUND UTILITY IS THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.

WINTER CONSTRUCTION NOTES

NOVEMBER 1 — APRIL 15

1. EXPOSED AREAS SHOULD BE LIMITED TO AN AREA THAT CAN BE MULCHED IN ONE DAY PRIOR TO ANY
SNOW EVENT.

2. AN AREA SHALL BE CONSIDERED STABILIZED WHEN EXPOSED SURFACES HAVE BEEN EITHER MULCHED
WITH HAY AT A RATE OF 100 LB/1000 S.F. OR DORMANT SEEDED, MULCHED AND ADEQUATELY ANCHORED
BY AN APPROVED ANCHORING TECHNIQUE. IN ALL CASES, MULCH SHALL BE APPLIED SO THAT THE SOIL
SURFACE IS NOT VISIBLE THROUGH THE MULCH.

3. FROM OCTOBER 15 TO APRIL 1, LOAM AND SEED WILL NOT BE REQUIRED. DURING PERIODS OF
TEMPERATURES ABOVE FREEZING, DISTURBED AREAS SHALL BE FINE GRADED AND PROTECTED WITH MULCH

OR TEMPORARILY SEEDED AND MULCHED UNTIL PERMANENT SEEDING CAN BE APPLIED. AFTER NOVEMBER 1,

DISTURBED AREAS MAY BE LOAMED, FINE GRADED AND DORMANT SEEDED AT A RATE 200-300% HIGHER
THAN THE SPECIFIED PERMANENT SEEDING RATE. [IF CONSTRUCTION CONTINUES DURING FREEZING WEATHER,
DISTURBED AREAS SHALL BE GRADED BEFORE FREEZING AND TEMPORARILY STABILIZED WITH MULCH.
DISTURBED AREAS SHALL NOT BE LEFT OVER THE WINTER OR FOR ANY OTHER EXTENDED PERIOD OF TIME
UNLESS STABILIZED WITH MULCH.

TRENCH

NN

A BALE. BALE.
WIDTH OF BALE | WL/EQD#’\JVFNEWRE
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O PACKED STRAW STAKE
O BACKFILL AND COMPACT
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PLAN VIEW OF THE BARRIER TO PREVENT
PIPING.
) COMPACTED BACKFILL -
i i ) WEDGE LOOSE STRAW ) ) S)
BETWEEN BALES TO FILTERED
K | S) CREATE A CONTINUOUS RUNOEE VT B ) S) WATER
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[NOTES]

EXCAVATE A TRENCH 4"

DEEP AND THE WIDTH OF PLACE AND_STAKE BALE,

USE TWO STAKES PER

1. PLACE BALES IN A SINGLE ROW, LENGTHWISE ON THE CONTOUR.
2. PLACE BALES 10’ AWAY FROM THE TOE OF SLOPE.

3. IN SLOPING AREAS WHERE SURFACE FLOW FOLLOWS THE BALE LINE, INSTALL PERPENDICULAR
BALE CHECKS AT APPROPRIATE INTERVALS (100" MAX.)

HAY BALE BARRIER
(NTS)

9. A STABILIZED CONSTRUCTION ENTRANCE SHALL BE INSTALLED AT ALL ACCESSES TO PUBLIC ROADS (SEE

4. FROM NOVEMBER 1 TO APRIL 15 ALL MULCH SHALL BE ANCHORED BY EITHER PEG LINE, MULCH NETTING,
ASPHALT EMULSION CHEMICAL, TRACK OR WOOD CELLULOSE FIBER. MULCH NETTING SHALL BE USED TO
ANCHOR MULCH IN ALL DRAINAGE WAYS WITH SLOPES GREATER THAN 3%, SLOPES EXPOSED TO DIRECT
WINDS AND FOR SLOPES GREATER THAN 8%. MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL

PLAN). TEMPORARY CULVERTS SHALL BE PROVIDED AS REQUIRED.

10. SLOPES 2:1 OR STEEPER SHALL BE TREATED WITH POLYJUTE OPEN WEAVE GEOTEXTILE (OR EQUIVALENT)
AFTER SEEDING. JUTE MATS SHALL BE ANCHORED PER MANUFACTURER’S SPECIFICATIONS.

; AREAS WITH SLOPES GREATER THAN 15% AFTER OCTOBER 1, THE SAME APPLIES TO ALL SLOPES GREATER g 20 (UAX)
EXISTING 10" MIN. (TYP 11. EXCESSIVE DUST CAUSED BY CONSTRUCTION OPERATIONS SHALL BE CONTROLLED BY APPLICATION OF THAN  8%.
GROUND - (TYP) WATER OR CALCIUM CHLORIDE.
- T 5. DURING WINTER CONSTRUCTION, DORMANT SEEDING OR MULCH AND ANCHORING SHALL BE APPLIED TO TOP OF SLOPE
e, oo | EXISTING. 12. THE CONTRACTOR MAY OPT TO USE EROSION CONTROL MIX BERM AS A SEDIMENT BARRIER IN LIEU OF ALL DISTURBED AREAS AT THE END OF EACH WORKING DAY. ) )
i P SILTATION FENCE OR HAY BALE BARRIERS WITH APPROVAL FROM THE INSPECTING ENGINEER. 5. SNOW SHALL BE REMOVED FROM AREAS OF SEEDING AND MULCHING PRIOR TO PLACEMENT. E
PI0 oF dlg= '
Qs 1 €3 |G >ZSTo P
(TR /Qc EROSION CONTROL MIX
2” STONE, OR RECLAIMED OR A0 WATER
RECYCLED EQUIVALENT S o\
2o LIV Q
PLAN VIEW ey
'Y ” ' I I _l
3" GRAVEL BASE 247 (M)
, ) b2
50" (MIN) | MDOT TYPE A (3/4” MAX. STONE SIZE)
MOUNTABLE BERM
(OPTIONAL)

[

< 1 16’

RUNOFF WITH EROSION CONTROL MIX

SEDIMENT

7" WIDE GRAVEL SHOULDER

D' (=2} =AY
FXAELAU TN

N=||I=|I" 6” MIN. ADFORIOEIN FILTERED
L FILTER CLOTH 2H:1V SIDE SLOPES ROAD CROWN 1/4” PER FOOT e
(4" LOAM AND SEED ' =R
PROFILE OR RIP RAP 24" (MIN)—J ot

WHERE NOTED ON PLAN)

S T E ISR I S—"

1. GEOTEXTILE: PLACE FILTER CLOTH OVER ENTIRE AREA TO BE COVERED WITH

EROSION CONTROL MIX COMPOSITION STANDARDS:
— THE ORGANIC MATTER CONTENT SHALL BE

AGGREGATE.  FILTER CLOTH WILL NOT BE REQUIRED ON A SINGLE FAMILY RESIDENTIAL COMPACTED NATIVE 15” GRAVEL SUBBASE BETWEEN 80 AND 100%, DRY WEIGHT BASIS.
' ” — PARTICLE SIZE BY WEIGHT SHALL BE 100%
2. PIPING OF SURFACE WATER UNDER ENTRANCE SHALL BE PROVIDED AS REQUIRED. IF SUBGRADE MDOT TYPE D (4" MAX. STONE SIZE) PASSING A 6” SCREEN AND A MINIMUM OF 70%,

MAXIMUM OF 85% PASSING A 0.75” SCREEN.

— THE ORGANIC PORTION NEEDS TO BE FIBROUS
AND ELONGATED

— LARGE PORTIONS OF SILTS, CLAYS OR FINE
SANDS ARE NOT ACCEPTABLE IN THE MIX

PIPING IS IMPOSSIBLE, A MOUNTABLE BERM WITH A 5:1 SLOPE WILL BE PERMITTED. OR

COMPACTED COMMON BORROW

ON NATIVE SUBGRADE ROAD CROSS SECTION

SCALE:  (NTS)
GRAVEL FILL TO BE COMPACTED TO 95% MODIFIED PROCTOR

STABILIZED CONSTRUCTION ENTRANCE

— SOLUBLE SALTS CONTENT SHALL BE
<4.0 mmhos/cm

— THE pH SHOULD FALL BETWEEN 5.0 AND 8.0

e o) SRP. ROAD SECTION EROSION CO?INTTRSO)L MIX BERM
i (SEE DETAIL)
STONES SHALL CONSIST OF HARD DURABLE ROCK
AND CONFORM TO THE FOLLOWING TABLE:
MDOT FRENCH DRAIN 00
STONE ngi%soéiga g, DESIS(|3I-%\I\,/AEI'ION (S%UPAAR?-ZS'MEgHWSE:S\'/-&)
oW —— qgﬂgg%Qé’&%Oggogo;%o 6 INCH 90 — 100
SRR se. ' 1/2 INCH 0~ 4 SEE ROAD PROFILE
NO. 4 0 -5 PRP. 60" DIA. x 48
HDPE CULVERT (12”—15” BURIED)
0o =
e = HE BFEAGE I PO A COMMON BORROW
- SOSDZ2E S0
Al =) goio?oégg ° A
T S R 1 -8 COMPACTED SITE DETAILS
N eI BANK RUN GRAVEL )
— |= =] = A Qﬁqg&oég& TUCKER'S WAY CROSSING
| SPACING BETWEEN CHECK DAMS | alllriiiny SONLRIONRATE0e, TUCKER'S WAY, ARUNDEL, MAINE
SLOPE LENGTH T DQGQMOVQEQ%O 12”—15" NATIVE
0.02 100 Sl ” EXT. STREAMBED P.0. BOX 1021
MIXED W/6 RIP RAP
0.03 66 KENNEBUNKPORT, MAINE 04046
0.04 50 EXCAVATION LINE STREAM CROSSING PROFILE ATTAR ENGINEERING, INC.
0.05 40 (NTS) CIVIL & STRUCTURAL & MARINE
2 oS S 0 T e e
0.10 20 STONE CHECK DAM SCALE: APPROVED BY: DRAWN BY:
0.12 17 (NTS) B. USACE REVIEW. 1/12/22 AS NOTED AGC
0.15 13 A. 16’ ROAD. 9/23/21 DATE: REVISION DATE:
' NO. DESCRIPTION DATE 08/10,/2021 B: 1/12/22
REVISIONS JOB NO: C195-22 | FILE: TUCKERS WAY DETAIL.DWG SHEET: 3 OF 3



AutoCAD SHX Text
ROAD CROWN 1/4" PER FOOT

AutoCAD SHX Text
3" GRAVEL BASE MDOT TYPE A (3/4" MAX. STONE SIZE)

AutoCAD SHX Text
15" GRAVEL SUBBASE MDOT TYPE D (4" MAX. STONE SIZE)

AutoCAD SHX Text
SCALE:  (NTS)

AutoCAD SHX Text
GRAVEL FILL TO BE COMPACTED TO 95% MODIFIED PROCTOR

AutoCAD SHX Text
1' WIDE GRAVEL SHOULDER

AutoCAD SHX Text
2

AutoCAD SHX Text
1

AutoCAD SHX Text
COMPACTED NATIVE SUBGRADE OR COMPACTED COMMON BORROW ON NATIVE SUBGRADE

AutoCAD SHX Text
2H:1V SIDE SLOPES (4" LOAM AND SEED OR RIP RAP WHERE NOTED ON PLAN)

AutoCAD SHX Text
ROAD CROSS SECTION

AutoCAD SHX Text
EXT. STREAMBED 

AutoCAD SHX Text
PRP. ROAD SECTION  (SEE DETAIL)

AutoCAD SHX Text
STREAM CROSSING PROFILE (NTS)

AutoCAD SHX Text
EXCAVATION LINE  

AutoCAD SHX Text
12"-15" NATIVE STREAMBED MATERIAL MIXED W/6" RIP RAP

AutoCAD SHX Text
COMPACTED BANK RUN GRAVEL

AutoCAD SHX Text
COMMON BORROW

AutoCAD SHX Text
PRP. 60" DIA. x 48'  HDPE CULVERT (12"-15" BURIED)

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
2" STONE, OR RECLAIMED OR

AutoCAD SHX Text
RECYCLED EQUIVALENT

AutoCAD SHX Text
5:1

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
PROFILE

AutoCAD SHX Text
MOUNTABLE BERM

AutoCAD SHX Text
(OPTIONAL)

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. GEOTEXTILE: PLACE FILTER CLOTH OVER ENTIRE AREA TO BE COVERED WITH

AutoCAD SHX Text
AGGREGATE.  FILTER CLOTH WILL NOT BE REQUIRED ON A SINGLE FAMILY RESIDENTIAL

AutoCAD SHX Text
LOT.

AutoCAD SHX Text
2. PIPING OF SURFACE WATER UNDER ENTRANCE SHALL BE PROVIDED AS REQUIRED.  IF

AutoCAD SHX Text
PIPING IS IMPOSSIBLE, A MOUNTABLE BERM WITH A 5:1 SLOPE WILL BE PERMITTED.

AutoCAD SHX Text
STABILIZED CONSTRUCTION ENTRANCE

AutoCAD SHX Text
10' MIN. (TYP)

AutoCAD SHX Text
GROUND

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
FILTER CLOTH

AutoCAD SHX Text
50' (MIN)

AutoCAD SHX Text
POLES

AutoCAD SHX Text
SECTION A

AutoCAD SHX Text
SECTION B

AutoCAD SHX Text
SUPPORT FENCE

AutoCAD SHX Text
(IF REQUIRED)

AutoCAD SHX Text
DIRECTION OF RUNOFF

AutoCAD SHX Text
TRENCH.  BACKFILL WITH

AutoCAD SHX Text
COMPACTED NATURAL SOIL

AutoCAD SHX Text
SECTION B

AutoCAD SHX Text
SECTION A

AutoCAD SHX Text
DEVICE USED TO TIE THE POLES TOGETHER

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. DEPENDING UPON THE CONFIGURATION, ATTACH

AutoCAD SHX Text
GEOTEXTILE TO WIRE MESH WITH HOG RINGS, TO

AutoCAD SHX Text
STEEL POSTS WITH TIE WIRES, AND TO WOOD 

AutoCAD SHX Text
POSTS WITH STAPLES.

AutoCAD SHX Text
2. POSTS MAY BE WIRED TOGETHER WHEN JOINING

AutoCAD SHX Text
SECTIONS.

AutoCAD SHX Text
TEMPORARY SILT FENCE - NTS

AutoCAD SHX Text
GEOTEXTILE ANCHORAGE

AutoCAD SHX Text
TOE - IN METHOD

AutoCAD SHX Text
WOOD, METAL, OR

AutoCAD SHX Text
SYNTHETIC POST OR

AutoCAD SHX Text
STAKE.

AutoCAD SHX Text
TOP VIEW

AutoCAD SHX Text
(CONNECTION)

AutoCAD SHX Text
THE COUPLER CAN BE ANY ACCEPTABLE

AutoCAD SHX Text
JOINING SECTIONS

AutoCAD SHX Text
18" (MIN)

AutoCAD SHX Text
6" (MIN)

AutoCAD SHX Text
6" (MIN)

AutoCAD SHX Text
GEOTEXTILE

AutoCAD SHX Text
COUPLER

AutoCAD SHX Text
MDOT FRENCH DRAIN

AutoCAD SHX Text
STONE 

AutoCAD SHX Text
2 : 1

AutoCAD SHX Text
12" (MIN)

AutoCAD SHX Text
L

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
(FT./FT.)

AutoCAD SHX Text
0.02

AutoCAD SHX Text
0.03

AutoCAD SHX Text
0.04

AutoCAD SHX Text
0.05

AutoCAD SHX Text
0.08

AutoCAD SHX Text
0.10

AutoCAD SHX Text
0.12

AutoCAD SHX Text
0.15

AutoCAD SHX Text
LENGTH

AutoCAD SHX Text
(FT.)

AutoCAD SHX Text
100

AutoCAD SHX Text
66

AutoCAD SHX Text
50

AutoCAD SHX Text
40

AutoCAD SHX Text
25

AutoCAD SHX Text
20

AutoCAD SHX Text
17

AutoCAD SHX Text
13

AutoCAD SHX Text
L = THE DISTANCE SUCH THAT POINTS A AND B

AutoCAD SHX Text
    ARE OF EQUAL ELEVATION.

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
STONE CHECK DAM

AutoCAD SHX Text
STONES SHALL CONSIST OF HARD DURABLE ROCK 

AutoCAD SHX Text
AND CONFORM TO THE FOLLOWING TABLE:

AutoCAD SHX Text
SIEVE

AutoCAD SHX Text
DESIGNATION

AutoCAD SHX Text
6 INCH

AutoCAD SHX Text
1  1/2 INCH

AutoCAD SHX Text
NO. 4

AutoCAD SHX Text
% PASS. BY WEIGHT

AutoCAD SHX Text
(SQUARE MESH SIEVES)

AutoCAD SHX Text
90 - 100

AutoCAD SHX Text
0 - 40

AutoCAD SHX Text
0 - 5

AutoCAD SHX Text
SPACING BETWEEN CHECK DAMS

AutoCAD SHX Text
6"

AutoCAD SHX Text
(NTS)

AutoCAD SHX Text
2

AutoCAD SHX Text
PLACE AND STAKE BALE,

AutoCAD SHX Text
USE TWO STAKES PER 

AutoCAD SHX Text
BALE.

AutoCAD SHX Text
TRENCH

AutoCAD SHX Text
1

AutoCAD SHX Text
EXCAVATE A TRENCH 4"

AutoCAD SHX Text
DEEP AND THE WIDTH OF 

AutoCAD SHX Text
A BALE.

AutoCAD SHX Text
WIDTH OF BALE

AutoCAD SHX Text
4" MIN

AutoCAD SHX Text
PLAN VIEW

AutoCAD SHX Text
WEDGE LOOSE STRAW

AutoCAD SHX Text
BETWEEN BALES TO 

AutoCAD SHX Text
CREATE A CONTINUOUS

AutoCAD SHX Text
BARRIER.

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
RUNOFF WITH

AutoCAD SHX Text
SEDIMENT

AutoCAD SHX Text
FILTERED

AutoCAD SHX Text
WATER

AutoCAD SHX Text
BACKFILL AND COMPACT 

AutoCAD SHX Text
THE EXCAVATED SOIL AS

AutoCAD SHX Text
SHOWN ON THE UPHILL SIDE

AutoCAD SHX Text
OF THE BARRIER TO PREVENT

AutoCAD SHX Text
PIPING.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. PLACE BALES IN A SINGLE ROW, LENGTHWISE ON THE CONTOUR.

AutoCAD SHX Text
2. PLACE BALES 10' AWAY FROM THE TOE OF SLOPE.

AutoCAD SHX Text
3. IN SLOPING AREAS WHERE SURFACE FLOW FOLLOWS THE BALE LINE, INSTALL PERPENDICULAR

AutoCAD SHX Text
BALE CHECKS AT APPROPRIATE INTERVALS (100' MAX.)

AutoCAD SHX Text
BINDING WIRE

AutoCAD SHX Text
OR TWINE

AutoCAD SHX Text
(NTS)

AutoCAD SHX Text
HAY BALE BARRIER

AutoCAD SHX Text
PACKED STRAW

AutoCAD SHX Text
BALE

AutoCAD SHX Text
STAKE

AutoCAD SHX Text
COMPACTED BACKFILL

AutoCAD SHX Text
EROSION CONTROL MIX BERM

AutoCAD SHX Text
EROSION CONTROL MIX COMPOSITION STANDARDS:

AutoCAD SHX Text
(NTS)

AutoCAD SHX Text
12" (MIN)

AutoCAD SHX Text
FILTERED

AutoCAD SHX Text
WATER

AutoCAD SHX Text
RUNOFF WITH

AutoCAD SHX Text
SEDIMENT

AutoCAD SHX Text
5%%% (MAX)

AutoCAD SHX Text
- THE ORGANIC MATTER CONTENT SHALL BE 

AutoCAD SHX Text
- PARTICLE SIZE BY WEIGHT SHALL BE 100%%%

AutoCAD SHX Text
BETWEEN 80 AND 100%%%, DRY WEIGHT BASIS.

AutoCAD SHX Text
- THE ORGANIC PORTION NEEDS TO BE FIBROUS 

AutoCAD SHX Text
PASSING A 6" SCREEN AND A MINIMUM OF 70%%%,

AutoCAD SHX Text
MAXIMUM OF 85%%% PASSING A 0.75" SCREEN.

AutoCAD SHX Text
- LARGE PORTIONS OF SILTS, CLAYS  OR FINE 

AutoCAD SHX Text
- SOLUBLE SALTS CONTENT SHALL BE 

AutoCAD SHX Text
AND ELONGATED

AutoCAD SHX Text
SANDS ARE NOT ACCEPTABLE IN THE MIX

AutoCAD SHX Text
<4.0 mmhos/cm

AutoCAD SHX Text
- THE pH SHOULD FALL BETWEEN 5.0 AND 8.0

AutoCAD SHX Text
EROSION CONTROL MIX

AutoCAD SHX Text
24" (MIN)

AutoCAD SHX Text
12" (MIN)

AutoCAD SHX Text
FILTERED

AutoCAD SHX Text
WATER

AutoCAD SHX Text
RUNOFF WITH

AutoCAD SHX Text
SEDIMENT

AutoCAD SHX Text
EROSION CONTROL MIX

AutoCAD SHX Text
24" (MIN)

AutoCAD SHX Text
2

AutoCAD SHX Text
1 (MAX)

AutoCAD SHX Text
20' (MAX)

AutoCAD SHX Text
TOP OF SLOPE

AutoCAD SHX Text
1. SILTATION FENCE OR HAY BALE BARRIERS WILL BE INSTALLED DOWNSLOPE OF ALL STRIPPING OR CONSTRUCTION OPERATIONS.  A DOUBLE SILT FENCE BARRIER SHALL BE INSTALLED DOWNSLOPE OF ANY SOIL MATERIAL STOCKPILES.  SILT FENCES SHALL BE INSPECTED AFTER EACH RAIN EVENT AND DAILY DURING PROLONGED RAIN.  SILT AND SOIL PARTICLES ACCUMULATING BEHIND THE FENCE SHALL BE REMOVED AFTER EACH SIGNIFICANT RAIN EVENT AND IN NO INSTANCE SHOULD ACCUMULATION EXCEED 1/2 THE HEIGHT OF THE FENCE.  TORN OR DAMAGED AREAS SHALL BE REPAIRED. 2. TEMPORARY AND PERMANENT VEGETATION AND MULCHING IS AN INTEGRAL COMPONENT OF THE EROSION AND SEDIMENTATION CONTROL PLAN.  ALL AREAS SHALL BE INSPECTED AND MAINTAINED UNTIL THE DESIRED VEGETATIVE COVER IS ESTABLISHED.  THESE CONTROL MEASURES ARE ESSENTIAL TO EROSION PREVENTION AND ALSO REDUCE COSTLY REWORK OF GRADED AND SHAPED AREAS. 3. SEEDING, FERTILIZER AND LIME RATES AND TIME OF APPLICATION WILL BE DEPENDENT ON SOIL REQUIREMENTS.  TEMPORARY VEGETATION SHALL BE MAINTAINED IN THESE AREAS UNTIL PERMANENT SEEDING IS APPLIED.  ADDITIONALLY, EROSION AND SEDIMENTATION MEASURES SHALL BE MAINTAINED UNTIL PERMANENT VEGETATION IS ESTABLISHED. 4. ALL LAWN AREA, OUTER POND SIDE SLOPES AND SWALES SHALL BE PERMANENTLY SEEDED WITH THE FOLLOWING MIXTURE: 20 LB/ACRE CREEPING RED FESCUE, 2 LB/ACRE REDTOP AND 20 LB/ACRE TALL FESCUE FOR A TOTAL OF 42 LB/ACRE.  FERTILIZER AND LIME RATES SHALL BE DEPENDENT ON SOIL TESTING.  IN THE ABSENCE OF SOIL TESTS, FERTILIZE WITH 10-20-20 (N-P205-K201) AT 800 LB/ACRE AND LIME AT 3 TONS/ACRE.  MULCH WITH HAY AT 70-90 LB/1000 S.F.  4" OF LOAM SHALL BE APPLIED PRIOR TO SEEDING. 5. TEMPORARY VEGETATION OF ALL DISTURBED AREAS, MATERIAL STOCKPILES AND OTHER SUCH AREAS SHALL BE ESTABLISHED BY SEEDING WITH EITHER WINTER RYE AT A RATE OF 112 LB/ACRE OR ANNUAL RYEGRASS AT A RATE OF 40 LB/ACRE. WINTER RYE SHALL BE USED FOR FALL SEEDING AND ANNUAL RYEGRASS FOR SHORT DURATION SEEDING.  SEEDING SHALL BE ACCOMPLISHED BEFORE OCTOBER 1. 6. TEMPORARY SEEDING OF DISTURBED AREAS SHALL BE ACCOMPLISHED BEFORE OCTOBER 1.  PERMANENT SEEDING SHALL BE ACCOMPLISHED BEFORE SEPTEMBER 15. 7. ALL SEEDED AREAS SHALL BE MULCHED WITH HAY AT A RATE OF 2 BALES (70-90 LB) PER 1000 S.F. OF SEEDED AREA. 8. ALL DISTURBED AREAS ON THE SITE SHALL BE PERMANENTLY STABILIZED WITHIN 7 DAYS OF FINAL GRADING OR TEMPORARILY STABILIZED WITHIN 30 DAYS OF INITIAL DISTURBANCE. 9. A STABILIZED CONSTRUCTION ENTRANCE SHALL BE INSTALLED AT ALL ACCESSES TO PUBLIC ROADS (SEE PLAN).  TEMPORARY CULVERTS SHALL BE PROVIDED AS REQUIRED. 10. SLOPES 2:1 OR STEEPER SHALL BE TREATED WITH POLYJUTE OPEN WEAVE GEOTEXTILE (OR EQUIVALENT) AFTER SEEDING.  JUTE MATS SHALL BE ANCHORED PER MANUFACTURER'S SPECIFICATIONS. 11. EXCESSIVE DUST CAUSED BY CONSTRUCTION OPERATIONS SHALL BE CONTROLLED BY APPLICATION OF WATER OR CALCIUM CHLORIDE. 12. THE CONTRACTOR MAY OPT TO USE EROSION CONTROL MIX BERM AS A SEDIMENT BARRIER IN LIEU OF SILTATION FENCE OR HAY BALE BARRIERS WITH APPROVAL FROM THE INSPECTING ENGINEER.

AutoCAD SHX Text
DRIVEWAY CONSTRUCTION NOTES

AutoCAD SHX Text
EROSION & SEDIMENTATION CONTROL NOTES

AutoCAD SHX Text
1. DRIVEWAYS TO BE CONSTRUCTED IN ACCORDANCE WITH THE APPROPRIATE CROSS SECTION DETAIL.  GRAVEL FILL TO BE COMPACTED TO 95% MODIFIED PROCTOR IN ACCORDANCE WITH ASTM D 1557.  LIFT THICKNESSES TO BE A MAXIMUM OF 6". 2. ALL STUMPS, ORGANIC MATERIAL, ROCKS AND BOULDERS TO BE REMOVED TO A MINIMUM DEPTH OF 24" BELOW SUBBASE. 3. ALL STUMPS, LEDGE AND LARGE BOULDERS TO BE REMOVED FROM THE CONSTRUCTION AREA.  THE CONSTRUCTION AREA SHALL BE CLEARED AND ROUGH GRADED. 4. ALL CULVERTS TO BE ADS N-12 (HDPE) OR APPROVED EQUAL.  CULVERT INLETS AND OUTLETS TO BE PROTECTED IN ACCORDANCE WITH THE CULVERT INLET/OUTLET PROTECTION DETAIL. 5. THE CONTRACTOR MUST CONTACT DIG SAFE AND ALL LOCAL UTILITIES PRIOR TO THE START OF CONSTRUCTION TO VERIFY THE LOCATION OF EXISTING SUBSURFACE UTILITIES AND CONDITIONS.  LOCATING AND PROTECTING ANY UNDERGROUND OR ABOVE GROUND UTILITY IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

AutoCAD SHX Text
1. EXPOSED AREAS SHOULD BE LIMITED TO AN AREA THAT CAN BE MULCHED IN ONE DAY PRIOR TO ANY SNOW EVENT. 2. AN AREA SHALL BE CONSIDERED STABILIZED WHEN EXPOSED SURFACES HAVE BEEN EITHER MULCHED WITH HAY AT A RATE OF 100 LB/1000 S.F. OR DORMANT SEEDED, MULCHED AND ADEQUATELY ANCHORED BY AN APPROVED ANCHORING TECHNIQUE. IN ALL CASES, MULCH SHALL BE APPLIED SO THAT THE SOIL SURFACE IS NOT VISIBLE THROUGH THE MULCH. 3. FROM OCTOBER 15 TO APRIL 1, LOAM AND SEED WILL NOT BE REQUIRED.  DURING PERIODS OF TEMPERATURES ABOVE FREEZING, DISTURBED AREAS SHALL BE FINE GRADED AND PROTECTED WITH MULCH OR TEMPORARILY SEEDED AND MULCHED UNTIL PERMANENT SEEDING CAN BE APPLIED.  AFTER NOVEMBER 1, DISTURBED AREAS MAY BE LOAMED, FINE GRADED AND DORMANT SEEDED AT A RATE 200-300% HIGHER THAN THE SPECIFIED PERMANENT SEEDING RATE.  IF CONSTRUCTION CONTINUES DURING FREEZING WEATHER, DISTURBED AREAS SHALL BE GRADED BEFORE FREEZING AND TEMPORARILY STABILIZED WITH MULCH.  DISTURBED AREAS SHALL NOT BE LEFT OVER THE WINTER OR FOR ANY OTHER EXTENDED PERIOD OF TIME UNLESS STABILIZED WITH MULCH. 4. FROM NOVEMBER 1 TO APRIL 15 ALL MULCH SHALL BE ANCHORED BY EITHER PEG LINE, MULCH NETTING, ASPHALT EMULSION CHEMICAL, TRACK OR WOOD CELLULOSE FIBER.  MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL DRAINAGE WAYS WITH SLOPES GREATER THAN 3%, SLOPES EXPOSED TO DIRECT WINDS AND FOR SLOPES GREATER THAN 8%.  MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL AREAS WITH SLOPES GREATER THAN 15%.  AFTER OCTOBER 1, THE SAME APPLIES TO ALL SLOPES GREATER THAN 8%. 5. DURING WINTER CONSTRUCTION, DORMANT SEEDING OR MULCH AND ANCHORING SHALL BE APPLIED TO ALL DISTURBED AREAS AT THE END OF EACH WORKING DAY. 6. SNOW SHALL BE REMOVED FROM AREAS OF SEEDING AND MULCHING PRIOR TO PLACEMENT.

AutoCAD SHX Text
WINTER CONSTRUCTION NOTES

AutoCAD SHX Text
NOVEMBER 1 - APRIL 15

AutoCAD SHX Text
NO.

AutoCAD SHX Text
DATE

AutoCAD SHX Text
DESCRIPTION

AutoCAD SHX Text
REVISIONS

AutoCAD SHX Text
APPROVED BY:

AutoCAD SHX Text
FILE: TUCKERS WAY DETAIL.DWG

AutoCAD SHX Text
REVISION DATE:

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
JOB NO: C195-22

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
CIVIL   STRUCTURAL   MARINE

AutoCAD SHX Text
1284 STATE ROAD - ELIOT, MAINE 03903

AutoCAD SHX Text
PHONE: (207)439-6023  FAX: (207)439-2128

AutoCAD SHX Text
FOR:

AutoCAD SHX Text
1/12/22

AutoCAD SHX Text
USACE REVIEW.

AutoCAD SHX Text
B.

AutoCAD SHX Text
9/23/21

AutoCAD SHX Text
16' ROAD.

AutoCAD SHX Text
A.

AutoCAD SHX Text
SITE DETAILS

AutoCAD SHX Text
TUCKER'S WAY CROSSING

AutoCAD SHX Text
TUCKER'S WAY, ARUNDEL, MAINE

AutoCAD SHX Text
RICHARD J. LOVEJOY

AutoCAD SHX Text
P.O. BOX 1021

AutoCAD SHX Text
KENNEBUNKPORT, MAINE 04046

AutoCAD SHX Text
AS NOTED

AutoCAD SHX Text
08/10/2021

AutoCAD SHX Text
AGC

AutoCAD SHX Text
B : 1/12/22

AutoCAD SHX Text
SHEET: 3 OF 3


PROPOSED FIRE

APPARATUS
TURN ARCUND, TC BE
CONSTRUCTED e
o kotheD oFF
FLUSH (Hgm) gg;&fggaww
TREBAR B ’
1"HIGH(HELD) 5 NN RS / ol

o s .
| NE
J. ROBIN C. LONEJOY
YCRD (6428 /845
TAX MAP 29, LOT 45D

o /Q\,
=) CREATED 5/20/1006 7 |

| VACANT BACK LOT

1 &1800+ SQ. FT.
% |
= m$
=<\ ?
Z§S
RN
d
0]%
§>é o X | iy G\
0z " NASON PROPERTY MANAGEMENT
, | TAX MAP 29, LOT 45
er | o YEAR BULT: 1975
LEB ﬁj"_-\‘ |
N/F STEVEN & KIM MONKS
YCRD 2{15/15

TAX MAP 29, LOT 22

REVIEWED & APPROVED BY
THE TOWN OF ARUNDEL
STAFE REVIEW COMMITTEE:

(OO ENFORCENMENT OFFICER DATE:

TOWN PLANNER

PUBLIC WORKS

FIRE CHIEF
((R THEIR DESIGNEES)

% UTILTY EASEMENT 5= &

ERIC W. WYMAN | | ' . E | A
DIANE L. WYMAN
MATTHEW E. WYMAN

YCRD |6/20/19 N/F
TAX MAP 25, LOT i RICHARD LOVEOY

YCRD 2127/6180
(FEE IN EASEMENT)

FIP "A” BT

EXISTNG
30" RIGHT—OF—WAY

: AP ~ 1—1/2"¢ FLUSH \\
+/2"REBAR 178, 1" HIGH CRIMPED TOP |

] TIPPED SE'LY =Y AN
0.5’ HieH ( Lo
TPPED NELY. LOCATED APPROX

2/9 /\988
LOCATED APPROX

- 48, 2/
4—6‘\4/ 5 o 476.98 »
58‘.20;29 W f-IPLAN 1=A»77-70

0.8°HIGH :
. NO ID CAP

< AN e o wor

k<3

"TUCKER'S WAY”"-

EXISTING
TUCKER'S WAY
STREET SIGN
o , ‘ NJF
| o ro \ | " PHLIP A NYSTRM
s PR e ~ o SUSAN A. NYSTROM
T [  YCRD 41024
o e NJF TAX MAP 29, LOT 46P
WY et CRAEL TRAVELED ROBERT E. CORTNEY . ACCESS FROM LOG CABIN ROAD
' \s?«‘(.‘ 12°HDCP NYREXE | _ o YCRD [124%/79 TR
gE R PO . | - TAX MAP 29, LOT 46A X
EXISTING 30—FOOT WIDE RIGHT N/F o | \
OF WAY — NOT BUILT 25 TUCKERS WAY, LLC. | |
YCRD (1184 /848 o
TAX MAP 29, LOT 46 109

YEAR BULT: 1986

&
\@ NOTES:
‘ . - LINE TABLE ' , ' : | N
, T YoM W TN | o | ~|L) THE PURPOSE OF THIS PLAN IS TO FACILITATE REVIEW
; : W _ ,

[z [sBegsi Wl o001 o2 AND APPROVAL OF PACK LOT ACCESS FOR THE PARCEL
L4 $87'21’35’fw 99.93 641.16° pEgl@NATED LOT 45[) ON T AX M AP 56 :

1) ELEVATIONS BASED ON NORTH AMERICAN VERTICAL DATIM
OF 1988 (NAVDSE—CGEOD|L) AS DERIVED FROM €P5S DATA POST
PROCESSED BY THE NATIONAL GEODETIC SURVEY'S ON-LINE
POSITIONING USER SERVICE (OPUS). CONTOUR INTERVAL

- LEGEND: - DEPICTED 16 ONE-FOOT.
O FR  FOUND IRON ROD o |
O FIP  FOUND IRON PIPE %) ORIENTATION 1S GRID NORTH, MAINE STATE PLANE :
| Ly POLE COORDINATE SYSTEM, WEST ZONE, NAD®?, AS DERIVED FROM
@ | &PS DATA, SEE NOTE 4. - |
oH ~ OVERHEAD UTILITIES . _ |
N/F " LAND, NOW OR FORMERLY, OF  4) POUNPARY LINES DEPICTED HEREON ARE PASED SOLELY ON
. - GEONMETRY & MONUMENTS FOUND AS DEPICTED ON THE
YCRD | "YORK COUNTY REGISTRY OF DEEDS REFERENCE PLANS. ATTAR ENGINEERING MAKES NO -
7654 /321 VOLUME /PAGE OF RECORDED DOCUMENT STATEMENTS OR REPRESENTATION AS TO THE ACCURACY OF
CMP . CORRUGATED METAL PIPE ’ SAD PLANS. ’ | ~ ‘
— UTILITY POLE GUIDE WIRE ] N
_ 5) TOPOGRAPHIC SURVEY OF THE TUCKER'S WAY CORRIPOR
s T EDGE OF EXISTING GRAVEL TRAVELED WAY CONDUCTED BY POST ROAD SURVEYING, OCTOBER 2012.

6) YEAR BULT DATA FROM TOWN OF ARUNPEL ASSESSOR'S
RECORD=. : :

NOTE: REVISIONS AFTER JUNE- 30, 2020 BY ATTAR ENGINEERING

“R1 _8/10/21 — REVISED 3/21/14 DRAFT BY POST ROAD SURVEYING: ADD LINE TABLE, UPDATE ABUTTERS & TITLE BLOCK-

P "B” BASE TED BY C EF . . ’ ’v g . {04 " \ > 2
1”CR‘MPED TOP EA ’;" B R ) = e e B . “; 2
08 Ho (D) o R';}% e N TOEE e i Gt ==\

| 2 B , 2 l‘ v .. T B ORI

LOCATION PLAN
n.t.s.

REFERENCE PLANS:

1) "PLAN OF LAND IN ARUNDEL, OWNER R. LOVEJOY,” DATED
AUS. 198 LAST REVISED SEPTEMPER 122, 1927, PREPARED BY
EccO ENGINEERING, EDMUND ¢. COOPER, RLS (SEE NOTE ).

1) "PLAN SHOWING A POUNDARY SURVEY FOR LOVEJOY
BUILDERS, PO. BOX |02, KENNEBUNKPORT, MAINE OA0Ap, OF
PROPERTY LOCATED ON LOG CABIN ROAD IN KENNEPUNKPORT,
MAINE,” DATED AUBUST I, 2006, PREPARED BY CORNER rPOST
LAND SURVEYING, INC., DANA A. LIpRY, PLS. (SEE NOTE 7.

GRAPHIC SCALE

240

( IN FEET )
1 inch = 60 ft.

EXISTING CONDITION
& TOPOERAPHIC PLAN

ATTAR ENGINEERING, INC.

CVIL® STRUCTURAL @ MARINE
1284 STATE ROAD — ELIOT, MAINE 03903
PHONE: (207)439—6023 FAX: (207)439-2128

TUCKER'S WAY

OFF LOG CAPIN ROAD

- rRA Lox 7557 A
Po.s'/d UUET wets Mone 0F090 ARUNPEL  ~  MAINE
STATE OF MAINE - A 52/2‘ e ' Jet 207~E46—#24E
YORK COUNTY ss. REGISTRY OF DEEDS g FAN 207646~ 4242 PREPARED FOR:
RECEIVED ., 20, » o ‘ v | :
SLTAN hB'OOKm' M, SEgERECORDED IN DRAWN: FOL SCALE: 1"=60' DATE: 3/21/14 l
2 CALC.: FOL APPROVED 324 mwsem RICHARD J. LOVEJOY

ATTEST REGISTER g, s ~ . T TUSKERS WAY FO. POX |0

Hnuw N.B.# SEE FILE SHEET 1 OF 1 PRJ. 2012117.01

KENNEBUNKPORT . ME__ 04046 |



	Sheets and Views
	TUCKERS WAY BASE-## - SWA PRP
	TUCKERS WAY DETAIL-DETAILS

	sheet 1.pdf
	Sheets and Views
	01 - ROAD P&P



