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APPLICANT:
BRANDON SOLARI
2492 PORTLAND ROAD
ARUNDEL, MAINE 04046

SOLARI SELF STORAGE FACILITY

PROJECT SITE





SELF STORAGE BUILDING 1
30'x220'

(6,600 SF)

SELF STORAGE BUILDING 2
CLIMATE CONTROLLED

65'x280'
(18,200 SF)

SELF STORAGE BUILDING 4
CLIMATE CONTROLLED

65'x220'
(14,300 SF)

GATE AND KEYPAD

SELF STORAGE BUILDING 3
30'x220'

(6,600 SF)

25' SIDE AND REAR
SETBACK, TYP. 50' FRONT

SETBACK

50'

15' LANDSCAPED
BUFFER

PORTLAND ROAD
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10'R15'R15'R

30
'R

30'R

10'R

30
'R

10'R

30'

20'
20'

20'

30'

30'

WAREHOUSE/
STORAGE BUILDING

45'x80'
(3,600 SF)

(CONTRACTOR YARD 2)

CAPPED 5/8" REBAR
TO BE SET, TYP.

30'

PAVED DRIVEWAYS, TYP.
SEE DETAIL

BENCHMARK
X-MARK ON FLANGE
BOLT OF HYDRANT
ELEV.=131.44'

TO BE REMOVED

RELOCATED LANDSCAPING
MATERIAL STORAGE
AREAS, TYP. 2

EXISTING GRAVEL TO BE
REMOVED

BLOCK WALL MATERIAL
STORAGE TO BE REMOVED

AND RELOCATED.

PROPOSED EXPANDED
GRAVEL PARKING AREA

10'

11'

17'

30' PAVED DRIVEWAY
APRON

20'R20'R

20'

TO REMAIN

VEHICLE PARKING AREA

VEHICLE
PARKING AREA

SLIPFORM CONCRETE
CURBING

FILTERRA UNIT,
SEE SHEET GU-1

BOLLARDS, TYP.

SNOW
STORAGE

SNOW STORAGE

SNOW
STORAGE

30' PAVED DRIVEWAY
APRON

PROPOSED
DUMPSTER
LOCATION

10'R

10'R

PROPOSED SIGN FOR
SELF STORAGE FACILITY

PROPOSED SIGN FOR PROPERTY
MAINTENANCE COMPANY
(CONTRACTOR YARD 2)

WETLAND IMPACT
AREA=8,110 SF

WETLAND IMPACT
AREA=1,001 SF

1,000'+756'
SIGHT DISTANCE

1,000'+587'
SIGHT DISTANCE

1,000'+
SIGHT DISTANCE

700'+
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JOB NUMBER:

EXISTING
PROPERTY LINE/R.O.W.

PROPOSED
LEGEND

ABUTTER PROPERTY LINE
SETBACK
EASEMENT LINE

EDGE OF PAVEMENT/CURB
EDGE OF GRAVEL
EDGE OF CONCRETE

IRON PIN/DRILL HOLE

EDGE OF WETLANDS
CONTOUR LINE
TREELINE

BUILDING

CULVERT/STORMDRAIN

WATER VALVE

UTILITY POLE
HYDRANT

OVERHEAD UTILITIES
LIGHT POLE
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GENERAL NOTES:
1.  THE OWNERS OF RECORD OF THE PROPERTY IS BRANDON SOLARI & JOHN SOLARI  BY DEEDS RECORDED
IN THE YORK COUNTY REGISTRY OF DEEDS BOOK 17360 PAGE 902 AND BOOK 18623 PAGE 767.

2.  TOTAL AREA OF THE PARCEL IS APPROXIMATELY 4.65 ACRES.

3.  PARCEL TAX MAP REFERENCE:  TOWN OF ARUNDEL ASSESSORS MAP 12, LOTS 11A & 12.

4. PLAN REFERENCES
A. EXISTING CONDITIONS PLAN OF 2492 PORTLAND ROAD, ARUNDEL, MAINE FOR BRANDON SOLARI
PREPARED BY SEBAGO TECHNICS, INC. DATED AUGUST 20, 2018.

5.  HORIZONTAL DATUM:  MAINE STATE PLANE, WEST ZONE, NAD83, U.S. FEET.

6.  VERTICAL DATUM:  NORTH AMERICAN VERTICAL DATUM OF 1988 (NAVD88)

7.  BOUNDARY AND TOPOGRAPHIC INFORMATION SHOWN HERE IS BASED ON PLAN REFERENCE 4A .

8.  THE PROPERTY IS LOCATED IN THE BUSINESS/OFFICE PARK/INDUSTRIAL DISTRICT (BI).

9.  SPACE AND BULK REQUIREMENTS: BI DISTRICT

MIN LOT SIZE: 1 ACRE
           MIN STREET FRONTAGE: 200 FT
           MIN LOT WIDTH: 200 FT

MAX LOT COVERAGE: 70%
MIN FRONT YARD (ROUTE ONE): 50 FT

           MIN SIDE/REAR YARD: 25 FT
           MAX BUILDING HEIGHTS

PRINCIPAL BUILDING & GARAGES: 50 FT
ACCESSORY BUILDINGS: 35 FT

MIN SETBACK FROM ABUTTING RESIDENTIAL PROPERTY:50 FT

10.A WETLAND DELINEATION WAS PERFORMED ON THIS PROJECT IN AUGUST OF 2018 BY ALBERT FRICK
ASSOCIATES, INC.  WETLAND FLAGS WITHIN PROPOSED DEVELOPMENT AREAS WERE GROUND
SURVEYED  BY SEBAGO TECHNICS, INC.  WETLAND FLAGS OUTSIDE OF PROPOSED DEVELOPMENT AREA
WERE PROVIDED IN A CAD FILE BY ALBERT FRICK ASSOCIATES, INC.  THE WETLAND DELINEATION WAS
MODIFIED PER MAINE DEP FIELD DETERMINATION FORM DATED AUGUST 21, 2018 PROVIDED TO
SEBAGO TECHNICS INC. WHICH DETERMINED THE CHANNEL ON THE SURVEYED PREMISES DID NOT
QUALIFY AS A STREAM PER THE NATURAL RESOURCES PROTECTION ACT.

APPROVED - ARUNDEL PLANNING BOARD:
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SITE DATA SUMMARY
REQUIRED EXISTING PROPOSED

MIN. LOT SIZE 1 ACRE 4.65 ACRES 4.65 ACRES

MIN. STREET FRONTAGE 200 FT 582 FT 582 FT

MIN. LOT WIDTH 200 FT 582 FT 582 FT

MAX. LOT COVERAGE 70% 9.2% 57.4%

MIN FRONT YARD (ROUTE ONE) 50 FT 51.4 FT 53.3 FT

MIN. SIDE YARD 25 FT 55.0 FT 108.0 FT

MIN. REAR YARD 25 FT 72.3 FT 28.0 FT

MAX PRINCIPAL BUILDING HEIGHT 50 FT 20 FT+/- 20 FT+/-

MAX. ACCESSORY BUILDING HEIGHT 35 FT 10 FT+/- 11 FT

MIN. SETBACK FROM ABUTTING
RESIDENTIAL PROPERTIES

50 FT N/A N/A

11.  THE PROJECT IS SUBJECT TO STORMWATER PERMIT ORDER L-29943-NJ-A-N FROM THE MAINE
DEPARTMENT OF ENVIRONMENTAL PROTECTION.

12. THE PROJECT WILL RESULT IN THE IMPACT OF APPROXIMATELY 9,111 SQUARE FEET OF FORESTED
FRESHWATER WETLANDS.  THESE IMPACTS ARE SUBJECT TO NATURAL RESOURCE PROTECTION ACT
TIER 1 WETLAND ALTERATION PERMIT ORDER L-29943-TB-B-N FROM THE MAINE DEPARTMENT OF
ENVIRONMENTAL PROTECTION AND MAINE GENERAL PERMIT NAE-2022-01456 FROM THE U.S. ARMY
CORPS OF ENGINEERS.

13. THE PROPOSED USES OF THE PROPERTY ARE SELF STORAGE FACILITY AND CONTRACTOR YARD 2 AS
DEFINED BY THE TOWN OF ARUNDEL LAND USE ORDINANCE.
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BUILDING 3
FFE=137.25

BUILDING 1
FFE=137.75

BUILDING 2
FFE=137.75

BUILDING 4
FFE=137.75

137.00+137.50+ 137.00+

136.85
+
136.95+136.40 +

CB-3
RIM=136.30
INV. IN=132.25
INV. OUT=132.15

CB-4
RIM=136.30
INV. IN=131.6
INV. OUT=131.5

137.50+ 137.00+

137.50+ 137.50+

136.70
+

137.50+ 137.50+
137.50+

137.50+

CB-6
RIM=136.65
INV. IN=132.9
INV. OUT=132.8

CB-5
RIM=136.90
INV. OUT=133.65

137.50+

137.50+

136.90
+

CB-7
RIM=136.30
INV. IN=132.1
INV. OUT=132.0

137.00+
136.95+

137.50+

137.00+
136.95+

INV. OUT
=131.35

CB-2
RIM=136.60
INV. IN=133.2
INV. OUT=133.1

INV. OUT=131.0

137.50
+

137.50
+

137.50
+

137.50+
137.15
+

137.25+

137.50+
137.50+

137.33
+

137.25
+ 136.70+ 136.70+

+

136.50+

136.50+

136.90+

137.00+

136.95+

136.85+

137.50+

137.50+ 137.45+
137.35+

CB-1
RIM=137.00
INV. OUT=134.0

136.70+

137.50+

137.35+

137.00+

137.50+

137.50+

137.00 +

136.40+

137.00+137.00+137.10+

WAREHOUSE/ STORAGE
BUILDING

FFE=133.00

10'x6' FILTERRA UNIT
INV. OUT=133.15

136.15+

UNDERDRAINED FILTER
BASIN FB-1
BOTTOM ELEV.=135.00

UNDERDRAINED FILTER
BASIN FB-2
BOTTOM ELEV.=134.75

DETENTION BASIN
SEE DETAIL

UNDERDRAINED FILTER
BASIN FB-3
BOTTOM ELEV.=130.50

UNDERDRAINED FILTER
BASIN FB-4
BOTTOM ELEV.=130.50

133.50
+

132.90+ 132.90 +

132.90+

ROOF DRIP
EDGE

PORTLAND ROAD (RT 1)

WETLAND IMPACT
AREA = 8,110 SF

12" HDPE PIPE
L=150'
S=0.5%

12" HDPE PIPE
L=145'
S=0.6%

15" HDPE PIPE
L=133'
S=0.5%

15" HDPE PIPE
L=106'
S=0.5%

12" HDPE PIPE
L=113'
S=0.5%

12" HDPE PIPE
L=167'
S=0.5%12" HDPE PIPE

L=168'
S=0.5%

4"UD 4"UD 12"SD

15"SD

12"SD

6"
SD

SLIPFORM CONCRETE
CURBING

4"
U

D

4"
U

D

4"
U

D

4"
U

D

4"
U

D

4"
U

D
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U

D

GATE & KEYPAD

134

133
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133

135

134
132
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134135
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6
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1H:1V RIPRAP
SLOPE 2'-3' DIA. BOULDERS, TYP.
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137 137
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13
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4

13
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4

UNDERDRAINED FILTER
BASIN FB-5
BOTTOM ELEV.=128.50

133.00 +

132.50+

132.50+

131.00+

131.30+133.60 +

132.60+

134.10+

+
TW:131.00
BW:130.00

+

TW:130.50
BW:126.0±

+

TW:130.50
BW:129.0±

+

TW:130.00
BW:127.0±

+TW:128.00
BW:125.0±

PROPOSED RETAINING
WALL (DESIGN BY OTHERS)

132

132

131

130

129

(2) 15" HDPE CULVERTS
L=54'

S=0.5%
INV. IN=127.50

(2) 15"SD
INV. OUT=127.25

CB-8
RIM=136.32
INV. IN=133.10
INV. OUT=133.00

132.65+
133.25
+

4' WIDE RIPRAPPED SPILLWAY
CREST ELEV.=136.15
SEE DETAIL

UNDERDRAIN CLEANOUT, TYP.

4"UD 4"SD
4"SD 4"SD

4"UD 4"UD

4"SD INV.
OUT=132.83

4" HDPE PIPE
L=195'
S=0.5%

OCS-1
RIM=135.85

INV. IN=131.83 (2)
INV. OUT=131.73

SEE DETAIL

5' WIDE RIPRAPPED SPILLWAY
CREST ELEV.=136.00
SEE DETAIL

15" HDPE CULVERT
L=75'
S=4.7%
INV. IN=135.00

CULVERTS
INV. OUT=131.50

135
134

136

134

134
135135

134

134
132

133
132 131

13
3

13
2

13
1

13
1

13
2

13
3

133

132

131

130

12" HDPE PIPE
L=66'
S=0.5%

INSTALL STABILIZED
CONSTRUCTION ENTRANCE

12" HDPE CULVERT
L=17'

S=0.6%
INV. OUT=132.90

REPLACE EXISTING UTILITY POLE AND
INSTALL POLE MOUNTED
TRANSFORMER AND CONDUIT
DROP TO EXTEND ELECTRICAL SERVICE
UNDERGROUND TO BUILDING

UGU

STONE DIAPHRAGM
SEE DETAIL

STONE
DIAPHRAGM

SEE DETAIL

STONE DIAPHRAGM
SEE DETAIL

WETLAND IMPACT
AREA = 1,001 SF

135

135

5' RIPRAPPED SPILLWAY
CREST ELEV.=134.25

6"SD INV.
IN=132.50

6" HDPE CULVERT
L=18'
S=0.6%
INV. OUT=131.50
INSTALL 6" CAP AND CORE
5/8" HOLE AT INVERT.

OCS-2
RIM=132.00

INV. IN=128.33
INV. OUT=128.23

SEE DETAIL

136.90

12"SD

12" HDPE CULVERT
L=25'

S=0.9%
INV. OUT=128.00

15"SD
15"SD

INSTALL STABILIZED
CONSTRUCTION
ENTRANCE

4"UD

4"UD

4"UD

4"UD 4"SD

10' RIPRAPPED
SPILLWAY
CREST ELEV.=132.00

SF

SF

SF

SF SF SF SF SF SF SF
SF

SF

SF
SF

SF
SF

SF

SF
SF

PROPOSED CLEARING
LIMITS, TYP.

INSTALL COMBINATION
SILT FENCE AND EROSION

CONTROL MIX  BERM, TYP.
SEE FILTER BARRIER DETAIL

SEDIMENT FOREBAY
SUMP ELEV.=130.00
SPILLWAY ELEV.=131.00

RIPRAP APRON

OCS-3
RIM=130.40
INV. IN=126.33
INV. OUT=126.23
SEE DETAIL

15' RIPRAPPED SPILLWAY
CREST ELEV.=130.50

12"SD

15"SD
15"SD

131

130 129

129
130

131

1H:1V RIPRAP
SLOPE

WETLAND CROSSING
36" CULVERT EMBEDDED 12"
L=100'
S=1.8%
PIPE INV. IN=126.80
FINISHED GRADE=127.80

PIPE INV. OUT=125.00
FINISHED GRADE=126.00

(2) 15" HDPE CULVERTS
L=26'
S=1.0%
INV. IN=125.00

(2) 15"SD
INV. OUT=124.75

12"SD
INV. OUT
=126.00

137

137

137 137

137

137 13
7

138 13
7

132
133

133

13
4

133
132

135
134 133

131132

13
1
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9
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12
7

132

133

133

133

12"SD

12"SD 12"SD 15"SD

15"SD12"SD
12"SD

133

133
132

131

137.35+

137.00+

4"
SD

4"SD INV. OUT=128.50

129.75+

PROPOSED SEPTIC
FIELD, SEE HHE-200

1,000 GAL.
SEPTIC

TANK

1"
W

1"W

1"W

SEE WATER SERVICE
CONNECTION DETAIL,
THIS SHEET

REMOVE EXISTING
UTILITY POLE AND
OVERHEAD SERVICE TO
HOUSE

UGU

UGU

U
GU

UGU

UGU

UGU

UGU
UGU

1"W

1"W

OHU

OHU

BENCHMARK
X-MARK ON FLANGE
BOLT OF HYDRANT
ELEV.=131.44'

4"
S

4"S

4"S

4"S

EXISTING WATER
SHUT OFF

INSTALL 1"x1" TEE

1"W

1"W

EXISTING WATER
SERVICE TO BE

REMOVED

(2) 1" CURB STOPS
AT PROPERTY LINE

NEW 1" WATER SERVICE
TO SHOP BUILDING

NEW 1" WATER SERVICE
TO REPLACE EXISTING
HOUSE SERVICE
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N
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EXISTING
PROPERTY LINE/R.O.W.

PROPOSED
LEGEND

ABUTTER PROPERTY LINE
EASEMENT LINE

EDGE OF PAVEMENT/CURB
EDGE OF GRAVEL
EDGE OF CONCRETE

GRANITE MONUMENT
IRON PIN/DRILL HOLE

EDGE OF WETLANDS
CONTOUR LINE 200 201

TREELINE

BUILDING

CULVERT/STORMDRAIN

CATCHBASIN

UNDERDRAIN UD

SANITARY SEWER PIPE S

WATER MAIN W

WATER VALVE

UTILITY POLE

UNDERGROUND UTILITIES UGU
TTRANSFORMER PAD

RIPRAP

HYDRANT

SILT FENCE SF

OVERHEAD UTILITIES OHU
LIGHT POLE
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CONSTRUCTION NOTES:
1. IN COMPLIANCE WITH STATE LAW THE CONTRACTOR SHALL NOTIFY DIGSAFE (CALL 811) A MIN. OF

72-HOURS PRIOR TO GROUND EXCAVATION.  EXISTING UTILITIES SHOWN HEREON ARE BASED ON
FIELD SURVEY DATA,  FIELD OBSERVATIONS AND RECORD DATA INFORMATION.  AS SUCH THE
CONTRACTOR IS CAUTIONED THAT THE EXISTING UTILITY INFORMATION HEREON IS APPROXIMATE
IN NATURE.

2. THE UNDERGROUND ELECTRICAL SERVICE CONDUIT FROM THE NEW UTILITY POLE TO THE
ANTICIPATED METER LOCATION IS THE ONLY UNDERGROUND CONDUIT SHOWN ON THE PLAN. THE
CLIMATE CONTROLLED BUILDINGS AND EXTERIOR LIGHTING OF THE UNITS WILL REQUIRE
ELECTRICAL SERVICE INSTALLED TO EACH OF THE BUILDINGS.  THE CONDUIT LOCATIONS WILL BE
INSTALLED AT THE DIRECTION OF THE ELECTRICIAN.

3. ELECTRICAL SERVICES SHOWN INCLUDING, BUT NOT LIMITED TO, UTILITY POLE PLACEMENT AND
CONDUIT LOCATIONS ARE THE ENGINEER'S SUGGESTED LOCATIONS BUT MUST BE COORDINATED
WITH CENTRAL MAINE POWER COMPANY.  REFER TO PLANS ISSUED BY CMP FOR APPROVED
LOCATIONS OF ELECTRICAL INFRASTRUCTURE.

4. ALL STORM DRAIN PIPES SHALL BE HDPE DUAL WALL N-12 PIPE AS MANUFACTURED ADS OR
APPROVED EQUAL.

5. FINAL NUMBER OF BOLLARDS, LOCATIONS AND SETBACKS TO BUILDING TO BE CONFIRMED BY THE
OWNER PRIOR TO ORDERING OF MATERIALS.

6. A WETLAND DELINEATION WAS PERFORMED ON THIS PROJECT IN AUGUST OF 2018 BY ALBERT
FRICK ASSOCIATES, INC.  WETLAND FLAGS WITHIN PROPOSED DEVELOPMENT AREAS WERE
GROUND SURVEYED  BY SEBAGO TECHNICS, INC.  WETLAND FLAGS OUTSIDE OF PROPOSED
DEVELOPMENT AREA WERE PROVIDED IN A CAD FILE BY ALBERT FRICK ASSOCIATES, INC.  THE
WETLAND DELINEATION WAS MODIFIED PER MAINE DEPARTMENT OF ENVIRONMENTAL
PROTECTION (MAINE DEP) FIELD DETERMINATION FORM DATED AUGUST 21, 2018 PROVIDED TO
SEBAGO TECHNICS INC. WHICH DETERMINED THE CHANNEL ON THE SURVEYED PREMISES DID NOT
QUALIFY AS A STREAM PER THE NATURAL RESOURCES PROTECTION ACT.  BASED ON THE CURRENT
DESIGN, APPROXIMATELY 9,111 SF OF FRESHWATER WETLANDS WILL BE IMPACTED.  THESE
IMPACTS ARE SUBJECT TO NATURAL RESOURCE PROTECTION ACT TIER 1 WETLAND ALTERATION
PERMIT ORDER L-29943-TB-B-N FROM THE MAINE DEPARTMENT OF ENVIRONMENTAL
PROTECTION AND MAINE GENERAL PERMIT NAE-2022-01456 FROM THE U.S. ARMY CORPS OF
ENGINEERS.
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WATER SERVICE CONNECTION DETAIL
SCALE: 1"=5'
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TREE SAVE
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BUFFER TO REMAIN
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PORTLAND ROAD (RT 1)
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BUILDING 4
FFE=137.75

WAREHOUSE/ STORAGE
BUILDING

FFE=133.00

(3) VT

PROPOSED LIGHT POLE
AND FIXTURE, SEE LIGHTING
PLAN FOR ADDITIONAL
FIXTURES.
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TREE PROTECTION DETAIL - TEMPORARY FENCE
NOT TO SCALE

SHRUB INSTALLATION DETAIL
NOT TO SCALE

TREE INSTALLATION DETAIL - BALL & BURLAP
NOT TO SCALE

PLANTING NOTES:
1. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO

EXCAVATING PLANT PITS.

2. ALL MATERIALS SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY THE AMERICAN
ASSOCIATION OF NURSERYMEN.

3. IN THE CASE OF ANY DISCREPANCIES BETWEEN SPECIES AND QUANTITIES CALLED OUT IN THE
PLANTING KEY AND THOSE SHOWN ON THE PLAN, QUANTITIES AND SPECIES SHOWN ON THE
PLAN SHALL OVER-RIDE.

4. ALL PLANTING SHALL BE DONE IN ACCORDANCE WITH ACCEPTABLE HORTICULTURAL
PRACTICES.

5. ALL PLANTS SUBJECT TO APPROVAL BY THE LANDSCAPE DESIGNER.  ALL SUBSTITUTIONS
MUST BE SUBMITTED FOR APPROVAL BY LANDSCAPE DESIGNER PRIOR TO ORDERING OR
DELIVERY OF PLANT MATERIAL ON SITE. LANDSCAPE DESIGNER RESERVES THE RIGHT TO
REJECT ANY PLANTINGS THAT DO NOT CONFORM TO THE DRAWINGS OR SPECIFICATIONS
OUTLINED HEREIN.

6. LANDSCAPE DESIGNER SHALL APPROVE FINAL PLACEMENT OF ALL PLANT MATERIALS AND
RESERVES THE RIGHT TO MAKE FIELD ADJUSTMENTS TO PLANTINGS AS NECESSARY.

7. EXISTING TREES TO REMAIN SHALL BE PROTECTED BY PVC FENCING PLACED AT THE DRIP-LINE
OR AS SHOWN ON THE PLANS TO PREVENT DAMAGE AND COMPACTION OF THE ROOT
SYSTEM. NO GRADING, SOIL DISTURBANCE, OR STORAGE OF MATERIALS OR EQUIPMENT
SHALL OCCUR WITHIN THE DRIP-LINE UNLESS OTHERWISE SHOWN ON PLANS.  ANY
EXCAVATION WITHIN SUCH AREAS SHALL BE PERFORMED BY HAND TO AVOID DAMAGE OF
THE ROOT SYSTEM.

8. CONTRACTOR SHALL REFER TO SITE PLAN FOR SLOPE STABILIZATION AREAS.

9. FINISH GRADE OF PLANTINGS SHALL MATCH ADJACENT FINISH GRADES UNLESS OTHERWISE
NOTED ON DRAWINGS OR DIRECTED AND/OR APPROVED BY THE LANDSCAPE DESIGNER.

10. NO PLANT SHALL BE PUT INTO THE GROUND BEFORE ROUGH GRADING HAS BEEN FINISHED
AND APPROVED BY THE LANDSCAPE DESIGNER OR OWNER'S REPRESENTATIVE.

11. ALL PLANTS SHALL BE SET PLUMB UNLESS OTHERWISE SPECIFIED.

12. ALL PLANTINGS SHALL BE TOPPED WITH A MINIMUM OF 3" OF WELL COMPOSTED, DARK
PINE BARK MULCH.

13. DISTURBED AREAS SHALL BE SEEDED WITH PARK MIX OR AS APPROVED. SEEDING AREAS
SHALL BE LIGHTLY MULCHED WITH A LAYER OF CLEAN, WEED-FREE STRAW.

14. ALL PLANTS SHALL BE WATERED THOROUGHLY TWICE DURING THE FIRST 24-HOUR PERIOD
AFTER PLANTING. ALL PLANTS SHALL BE WATERED AS REQUIRED THEREAFTER TO ENSURE
SURVIVAL AND OPTIMAL GROWTH THROUGH THE FIRST GROWING SEASON.

15. THE LANDSCAPE CONTRACTOR SHALL PROVIDE A 6" MINIMUM DEPTH OF TOPSOIL FOR ALL
LAWN AREAS.

16. ALL PLANTING BEDS SHALL HAVE 18" MINIMUM DEPTH OF TOPSOIL.

17. ALL PLANTING BEDS ARE TO REMAIN FREE OF WEEDS DURING THE 1 YEAR GUARANTEE
PERIOD.

18. ALL PLANT MATERIAL IS SUBJECT TO INSPECTION AND APPROVAL BY THE LANDSCAPE
DESIGNER PRIOR TO AND AFTER PLANTING.

19. PLANT SPECIES MAY BE ADJUSTED BASED ON AVAILABILITY AT TIME OF PLANTING.  ALL
PLANT MATERIAL SUBSTITUTIONS ARE SUBJECT TO REVIEW AND APPROVAL BY THE
LANDSCAPE DESIGNER.

20. MAINTENANCE SHALL BEGIN IMMEDIATELY AFTER PLANTING AND SHALL CONTINUE FOR A
PERIOD OF ONE YEAR FROM THE DATE OF ACCEPTANCE.  MAINTENANCE SHALL INCLUDE
WATERING, MULCHING, TIGHTENING & REPLACING OF GUYS, REPLACEMENT OF SICK OR
DEAD PLANTS, RESETTING PLANTS TO PROPER GRADE OR UPRIGHT (PLUMB) POSITION,
RESTORATION OF SAUCERS, AND ALL OTHER CARE NEEDED FOR PROPER GROWTH OF THE
PLANTS.

21. PLANT MATERIAL SHALL BE GUARANTEED BY THE CONTRACTOR FOR A PERIOD OF ONE YEAR
FROM THE DATE OF INSTALLATION. DURING THE ONE YEAR GUARANTEE, THE CONTRACTOR
SHALL REPLACE, IN KIND, ANY DEAD, DISEASED, OR SUBSTANDARD PLANT MATERIAL AT NO
COST TO THE OWNER. THE CONTRACTOR SHALL RECEIVE FINAL ACCEPTANCE FROM THE
OWNER FOLLOWING THE ONE YEAR GUARANTEE, PROVIDED THE PROVISIONS OF THE PLANT
GUARANTEE HAVE BEEN SATISFACTORILY MET.

22. STREET TREES SHALL BE A MINIMUM OF 2" CALIPER AND 6' TALL AT TIME OF PLANTING.
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